
Rural interstate/freeway segments with the highest fatal and major injury crash density for multiple-vehicle, cross-median crashes
(Highest 5 percent based on data from 2001-2005)
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JOHNSON/CEDAR INTERSTATE 80 MILEPOST 252 ~ 0.4 MI WEST OF MILEPOST 257 (DELTA AVE.) 4.64 5 2.025 $700,000 None

JOHNSON INTERSTATE 380 MILEPOST 5 MILEPOST 10 5.00 3 1.680 $750,000 None

CEDAR INTERSTATE 80 ~ 0.4 MI WEST OF MILEPOST 257 (DELTA AVE.) ~ 0.4 MI WEST OF MILEPOST 262 5.00 3 1.359 $750,000 None

JOHNSON INTERSTATE 80 MILEPOST 247 MILEPOST 252 5.00 2 1.280 $750,000 None

CEDAR INTERSTATE 80 ~ 0.4 MI WEST OF MILEPOST 262 IOWA 38 INTERCHANGE (~ MILEPOST 267) 5.00 4 1.279 $750,000 None

IOWA INTERSTATE 80 IOWA 149 INTERCHANGE (MILEPOST 220) U.S. 151 INTERCHANGE (MILEPOST 225) 5.00 2 1.240 $750,000 None

POLK/STORY INTERSTATE 35 IOWA 210 INTERCHANGE ~ 0.2 MI NORTH OF MILEPOST 98 4.57 2 1.224 $700,000 None 2008

CEDAR INTERSTATE 80 IOWA 38 INTERCHANGE (~ MILEPOST 267) ~ 0.6 MI EAST OF MILEPOST 271 5.00 7 1.160 $750,000 None

JASPER INTERSTATE 80 MILEPOST 160 MILEPOST 165 5.00 2 1.120 $750,000 None

JOHNSON INTERSTATE 380/U.S. 218 ~ 0.44 MI SOUTH OF MILEPOST 95 (U.S. 218) MILEPOST 1 (INTERSTATE 380) 3.47 2 1.096 $525,000 None

POWESHIEK/IOWA INTERSTATE 80 ~ 0.35 MI WEST OF MILEPOST 205 ~ 0.2 MI WEST OF MILEPOST 210 5.14 3 1.050 $775,000 None

SCOTT INTERSTATE 80 ~ 0.1 MI EAST OF MILEPOST 286 INTERSTATE 280 INTERCHANGE (MILEPOST 290) 4.00 2 1.049 $600,000 None

JOHNSON INTERSTATE 80 MILEPOST 230 MILEPOST 235 5.00 3 0.920 $750,000 None

Total 61.84

SITE SELECTION CRITERIA:

FIVE PERCENT OF TOTAL RURAL INTERSTATE/FREEWAY MILEAGE WITH THE HIGHEST CRASH DENSITY OF MULTIPLE-VEHICLE, CROSS-MEDIAN CRASHES/MILE/YEAR DURING 2001-2005

(STATEWIDE AVERAGE = 0.420 CRASHES/MILE/YEAR)

Footnotes:
(1)  Median, high-tension cable barrier to be considered for all locations


