Soil Layer Lines For Cross Sections Tool Box Instructions

This menu bar is to be used to place the soil layer lines onto GEOPAK cross sections in the cross section working file.

For GEOPAK to be able to use these lines to calculate quantities the soil layer lines must be placed at the bottom of the layer that it corresponds to. Each end of the layer line must do one of the following four options:

1. Extend outside of the template

2. Intersect with the template

3. Intersect with another layer line

4. intersect the groundline

Here is a list of button descriptions.

 1. TS    - Topsoil suitable for Class 10 use if not used as topsoil replacement

 2. TSA   - Topsoil requiring Type A disposal if not used as topsoil replacement

 3. TSB   - Topsoil requiring Type B disposal if not used as topsoil replacement

 4. TSC   - Topsoil requiring Type C disposal if not used as topsoil replacement

 5. CL10  - Class 10 material

 6. LOAM  - Select loams

 7. Sand  - Select sands

 8. UNSA  - Unsuitable material requiring Type A disposal

 9. UNSB  - Unsuitable material requiring Type B disposal

10. UNSC  - Unsuitable material requiring Type C disposal

11. SHALE - Shale

12. WASTE - (Such as peat)

13. B&W   - Broken weathered limestone

14. ROCK  - Limestone  etc.

15. BLDR  - Boulders

16. CHNG  - Changes the linestyles in the cross section
sheet file

17. MOD   - Slides the linestyle text along the line in the cross section sheet file

18. HELP  - Displays this help file

If you have any questions or would like any modifications made please contact the Design Automation Section.
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