Subject: FY 2010 Full Depth Projects

It is time for the pavement determinations (PDs) again and the attached list has the full-depth projects for FY 2010. The appropriate PCC and HMA thickness is included for each project unless the thickness can’t be determined at this point because the traffic information is not available.  If there are any projects missing from the list or are no longer scheduled for FY 2010, add or delete them to or from the list.

Points to remember:

A) The quantity sheets are also attached.  Please provide the information requested on the right side of these sheets as well as the quantities.
B) Pavement quantities include all paving (returns, ramps, side roads, etc.)  If different pavement thicknesses are used in the project, include the quantities for all different pavement thicknesses separately.
C) Modified subbase is to be used instead of special backfill for all ramps, ramp tapers, bridge approaches, mainline HMA and urban PCC projects that would normally use special backfill for constructability reasons.
D) Special backfill will continue to be used in all other applications, i.e., shoulders, detour pavements, crossovers, etc. Don’t forget special backfill quantities for pavement shoulders vary depending on mainline paving type (HMA or PCC). See appropriate Road Standards.
E) Excavation is only for HMA projects. The quantity is the amount of material that needs to be taken out to pave the extra thickness of HMA instead of PCC.
F) Pavement subbase material doesn’t include soil subgrade treatment unless the subgrade treatment is special backfill or modified subbase in which case Soil Design and Pavement Design MAY use a common layer to serve as both the subgrade treatment and subbase material.

Please return the quantities as soon as possible but no later than February, 13, 2009. If you have any questions, feel free to contact me, or Chris.

