





Section 1E-50 Standard Road Plans
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to the Englneer for approval. Minimum welght requirements will be
met unless umhori otion s received for any such deviation. All cast-
ings subjectfo roudway froffic sholl have mochine ground bearing
surface to prevent rattling, and match-marked before delivery. The
use of grinding pads is allowed as long as all dimensional require—
ments are met.

Finish of castings shall be smooth and free of defects os per Standard
and Supplamental Specifications. Painting of casting Ts not required;
however, if used, paint shall be evenly applied and neither sticky nor
britfle when dry.

All component parls of casting shallfit smocthly fogether wihoutforcing
and finished product shall have a complefely salisfactory appearance.

An identifiable frade name
by the casting foundry.

or mark may be imprinted on casfings

Unless specified otherwise as o part of detail plans, the cast iron
settloment collar described hereon shall not be paid for separately,
but shall be induded with and considered incidentol fo the bridge
end drain or intake.

@  Wallthickness may vary uniformly from base fo the top or battom  of the casfing.
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See Standard Road Plans RA-67A and RA-67B for details of Grate and Frame.

Figure4: Sample modified standard road plan.

Modified standard road plans are added as part of the project plans and are included in the Index of
Sheets. They are also to be listed in the certification block that is signed by the Design Engineer in
charge of the plans.

Standard Road Plan Revisions

Occasionadly it is necessary to revise the standard road plans to incorporate changes in technology,
procedures, or specifications. These changeswill be made only by the M ethods Section.
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