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80th St. and 25th St.

Intersection of

Jointing Details

1
2
’

1
2
’

1
6
’

1
2
’

1
2
’

1
5
’

1
5
’

1
2
.
5
’

1
5
’

1
5
’

C
D

C
D

C
D

C
D

C
D

K
T
-
2

L
-
2

L
-
2

L
-
2

L
-
2

K
T
-
2

C
D

C
D

C
D

C
D

C
D

C
D

C
D

C
D

KT-2

L-2

KT-2

L-2

L-2

KT-2

KT-2

L-2

L-2

L-2

L-2

KT-2

L-2

L-2

KT-2

L-2 L-2

KT-2

L-2

L-2

12’ 12’ 12’ 12’ 15’

15’

KT-2

KT-2

KT-2 KT-2

CD CD

CDCD

CD CD

CDCD

KT-2

K
T
-
2

KT-2 KT-2KT-2KT-2

CD CDCD CD

KT-2 KT-2KT-2

KT-2

KT-2

L
-
2

K
T
-
2

L
-
2

L
-
2

L
-
2

K
T
-
2

L
-
2

L
-
2

K
T
-
2

L
-
2

L
-
2

L
-
2

L
-
2

L
-
2

L
-
2

CDCD

CD CD

13.1’13.1’ 13.1’13.1’ 13.1’ 13.1’

1
2
.
5
’

1
2
.
5
’

1
2
.
5
’

1
2
.
5
’

1
2
.
5
’

1
2
.
5
’

1
2
.
5
’

1
2
.
5
’

15’ 16.5’ 15’13.1’13.1’

15’

KT-2 KT-2

KT-2KT-2

CDCDCD

KT-2

KT-2 KT-2

K
T
-
2

KT-2

L-2KT-2

KT-2

CD

K
T
-
2

C
D

C
D

15’

1
2
.
5
’

1
2
’

C
D

C
D

1
2
’

1
2
’

C
D

C
D

1
2
’

C
D

1
4
.
5
’

C
D

1
2
’

C
D

1
6
’

C
D

1
2
’

C
D

1
2
’

1
2
.
5
’

C
D

C
D

C
D

C
D

1
2
’

C
D

C
D

1
2
’

C
D

1
4
.
5
’

1
4
.
5
’

1
2
’

C
D

1
2
’

C
D

C
D

1
2
’

1
2
’

C
D

C
D

1
6
’

C
D

1
2
’

C
D

1
2
’

1
2
’

C
D

1
2
’

1
2
’

C
D

C
D

1
2
’

1
2
.
5
’

C
D

1
4
.
5
’

C
D

C
D

1
4
.
5
’

1
2
’

C
D

C
D

1
2
’

1
2
’

C
D

C
D

1
4
.
5
’

2
5
t
h
 

S
t
r
e
e
t

2
5
t
h
 

S
t
r
e
e
t

80th Street 80th Street

SUR025_RET_1

SUR025_RET_4SUR025_RET_3

SUR025_RET_2

Refer to Standard Road Plans for additional jointing details around physical features.

Refer to Standard Road Plan PV-1 for additional details.

Refer to Standard Road Plans for details of paved header, if applicable.

If a joint length is 2’, a C joint shall be used instead of a CD joint.

All traverse joints shall be CD joints with a maximum 20’ spacing unless indicted otherwise.

All longitudinal joints shall be either KT-2 or L-2 unless indicated otherwise.

NOTE:
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