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GEOPAK Loading Contours 

Drawing Contours 
 
1) Double-click on Field_Contours in the Models dialog box to open this model. 
 

 
 

2) Select DTM>Load DTM Features on the Survey tool bar. This will open the Load DTM 
Features dialog box you will use to draw the contours. 

 

 
 
3) On the Load DTM Features dialog box select File>Open. 
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4) The file that sets all of the correct attributes for items to be drawn by is located in this folder: 
W:\Highway\Design\CADD\Geopak\Survey\SeedFiles\GEOPAKSurvey 

 

 
 

5) Select the file IDOTSurvey.lpf and then press the OK button. 
 

 
 

6) Make sure that the Load File option is set to TIN.  
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7) Check that the correct TIN file has been chosen. If not, press the Magnifying Glass button and 
browse to the correct file.  

 
 

8) Make sure that all item are turned OFF except for Contours, which should be ON. The Major 
Lines, Major Label and Minor Lines under Contours should also be ON. The Minor Label 
under Contours is not used and should be set to OFF.  

 
 

9) You must press the Read button so that GEOPAK can figure the Minimum Z and Maximum Z. 
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10) Press the Load button to draw the contours into the file. 
 

 
 

11) Your file Field_Contours model should now contain contours similar to the picture below. 
 

 
 


