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        (12 holes total)

Three 1" holes drilled @ 90
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100-33

Possible Tabulation:

Excavated Earth Material

Pipe

Erosion Stone

Incidental to Temporary Sediment Control Basin:

Removal of Temporary Sediment Control Basin

Maintenance of Temporary Sediment Control Basin

Temporary Sediment Control Basin

Possible Contract Items:

grade will be allowed to remain in place.

engineering fabric that is flush with and/or below designed ditch

grade and to place topsoil per note 3 below. Rock and 

required to remove all rock and material above designed ditch 

Payment is full compensation for all labor and equipment

Basin will be at the contract unit price for each device removed.

Basis of Payment for Removal of Temporary Sediment Control

Basin will be by count.

Measurement for Removal of Temporary Sediment Control

other repair needed during the project.

disposal of material when capacity reaches 50%, and for any

occurence. Payment is full compensation for clean out and

Control Basin will be at the contract unit price for each

Basis of Payment for Maintenance of Temporary Sediment

Sediment Control Basin will be by count.

Method of Measurement for Maintenance of Temporary

Control Basin as shown.

materials required to construct  the Temporary Sediment

is full compensation for furnishing all equipment, labor, and

be at the contract unit price for each device installed. Payment 

Basis of Payment for Temporary Sediment Control Basin will 

by count.

Measurement for Temporary Sediment Control Basin will be

topsoil to bring up to designed ditch grade .

basin has not silted in to designed ditch grade, use 

When Temporary Sediment Control Basin is removed, if 

Dimensions shown are minimums.

Ensure Riser Pipe remains vertical.
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REVISION

REVISIONS: Changed Possible Tabulation from 100-30 to 100-33.                                                            

                                                            

ROAD DESIGN DETAIL

CONTROL BASIN

TEMPORARY SEDIMENT

1 10-18-16
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