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OPEN-THROAT CURB INTAKE SEDIMENT FILTER

SEDIMENT FILTER CROSS SECTION SEDIMENT FILTER PLACEMENT

Curb Intake

Open-Throat 

required for removal.

Payment is full compensation for all labor and equipment 

Open-throat Curb Intake Sediment Filter removed. 

Sediment Filter will be at the contract unit price for each 

Basis of Payment for Removal of Open-throat Curb Intake 

Sediment Filter will be by count.

Measurement for Removal of Open-throat Curb Intake 

during the project.

depth reaches 2 inches, and for any other repair needed 

out and disposal of material when sediment accumulation 

each occurence. Payment is full compensation for clean 

Intake Sediment Filter will be at the contract unit price for 

Basis of Payment for Maintenance of Open-throat Curb 

Curb Intake Sediment Filter will be by count.

Method of Measurement for Maintenance of Open-throat 

Sediment Filter as shown.

materials required to install the Open-throat Curb Intake 

full compensation for furnishing all equipment, labor, and 

Filter will be at the contract unit price per foot. Payment is 

Basis of Payment for Open-throat Curb Intake Sediment 

will be in feet to the nearest foot.

Measurement for Open-throat Curb Intake Sediment Filter 

sources.

Remove sediment filter upon stabilization of sediment 

4196.01-14196.01-1

intake throat.

Insert sediment filter to create a compression fit in the 

foot.

minimum flow rate of 145 gallons per minute per square 

maximum apparent opening size US Sieve No. 10 and a 

 of the Standard Specifications, except a 

Woven material meeting the requirements of Table 

overflow opening above the filter fabric.

Securely attach filter fabric to the wire frame leaving an 

Overlap fabric a minimum of 3 inches and securely fasten.

Trim frame as needed to tightly fit in the intake throat. 

Possible Tabulation:

Removal of Open-throat Curb Intake Sediment Filter

Maintenance of Open-throat Curb Intake Sediment Filter

Open-throat Curb Intake Sediment Filter

Possible Contract Items:

     100-36     100-36
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Filter Fabric

Overflow Opening

 

2" x 4" Welded Wire Frame Sediment Filter

http://www.iowadot.gov/erl/current/GS/content/4196.htm
http://www.iowadot.gov/design/tnt/PDFsandWebFiles/IndividualPDFs/e0100-36.PDF
http://www.iowadot.gov/design/dmanual/10C-04.pdf
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