STEELOVERHEADSIGNTRUSS.DGN - SOST-09-11 - THIS SHEET ISSUED 9-I1.

1" x 12 GAUGE — % i

DRILL AND TAP FOR FOUR
4"® STAINLESS STEEL
SOCKET HEAD SET SCREWS,
90° APART.

HSS 14.000 x 0.5000
TRUSS SUPPORT POST —

123 5

4 x R
¥

| .

| ¢ POST

POST TOP DETAIL

~—DRILL AND TAP FOR FOUR

1" x 12 GAUGE —
55" x 4 oo
Ze| oe
REMOVABLE T|we
END CAP
l
END CAP

DRILL AND TAP FOR FOUR
4"¢ STAINLESS STEEL
SOCKET HEAD SET SCREWS,
90° APART.

1" x 12 GAUGE
SR x 4 o | e
Ze| aw
REMOVABLE A
END CAP
3
END CAP
T x 4R
STOP RING—

3" NEOPRENE PAD——

3[% x 4" STIFFENER R
TIGHT FIT TOP  AND
BOTTOM (NO WELD)

16 STAINLESS STEEL
SOCKET HEAD SET SCREWS,
90° APART.

¢ TRUSS SUPPORT —

5" EXTRA-STRONG
TEEL PIPE

——TOP CHORD
REMOVABLE END CAP
P 5340 x 4
S
|
|
7 e— I

|
|
|
' |
\ hi
| — ¢ POST
e
| |

1

= VvIEW c-C

VIEW E-E

—3"6 STAINLESS
STEEL U-BOLT

225 9 9
S
FLANGE R 12¢ x 13" 13113 AFTER
o ~ WITH CONCENTRIC
& 556 HOLE . FINISHING
| ] | [l
e ~ ! ! —— | |  5"¢ EXTRA-
HOLES — I 1 I I | STRONG
mﬂ- --E STEEL PIPE
BOLT W
CIRCLE — 2.
s &
bo
w

. BOLT HEADS

SOME HIDDEN LINES Tu
NOT SHOWN FOR CLARITY “— §"é x 43" A325 GALVANIZED BOLTS MEETING THE REQUIREMENTS OF
OF THE STANDARD SPECIFICATIONS. 32 BOLTS,
32 HEAVY HEX NUTSkAND 64 HARDENED WASHERS REQUIRED PER TRUSS
SPLICE. DRILL 8- "¢ HOLES IN EACH FLANGE. PROVIDE A
HARDENED WASHER UNDER EACH BOLT HEAD AND EACH NUT. TENSION NOTE:
BOLTS BY TURN-OF-NUT METHOD.
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- IF NECESSARY, PLANE
ABUTTING FACES TO
ENSURE COMPLETE
CONTACT.

SECUD.QE PROPER ALIGNMENT AFTER
FINISHING, THEN WELD FLANGE PLATES

TO CHORD MEMBERS.
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