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PIPE DETAIL

(Bracket ’F’)

Existing

Stop Sign

SECTION A-A

2’’ Dia. Galvanized Steel Pipe

(See Also Pipe Detail)

Sign Mounting Bar for R5-1

(See View B-B)

75’’

18’’

2’’

PIPE DETAIL

(Bracket ’’F ’’)
1

 

Self-Locking

Nut

�" DIA HEX HEAD BOLT

LENGTH 7 INCHES
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SUPPORT STRUCTURES -

MOUNTING BRACKETS

The necessary mounting bolts, washers, nuts, and

Existing Stop Sign Mounting Bolt

Washer R5-1 Sign

Washer
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ONE POST
SIGN MOUNTING BRACKET

TWO POST
SIGN MOUNTING BRACKET

(TYPICAL)

L

L  AS REQUIRED

(TYPICAL)

ALL HOLES

7/16"

1/4" X 2" FLAT

STEEL, GALVANIZED

Type 1

Type 2

Type 3

Type 4A
Type 4B

AUXILIARY 
SIGN MOUNTING BAR

1

"

29"

20" 18"

13 
1
2"

ALL HOLES
7
16"

1
4" X 2" FLAT

STEEL, GALVANIZED

1
4" X 2" FLAT

STEEL, GALVANIZED

ALL HOLES 716"

ON 6" CENTERS

18"

27"

56"

20"

Corrected spelling and dimension errors.

set screws shall be included in the bid price for 

the brackets.



VIEW B-B

Pipe Bracket ’F’

Bracket Assembly ’H’

(2 Sign Mounting Bars

Required Per Sign)

DO NOT

ENTER

ONE WAY

of Attaching Pipe to Post).

top hole 3’’ below and perpendicular

to existing stop sign mounting bolt.

Bottom hole will be 18’’ below top

hole as shown.

Field drill �’’ dia. holes.  Locate

A A

B

3’’

18’’

2’’ Post Clamps

Attach R6-1A & R6-1C sign even with top of pipe
using approved pipe post clamps.  Mount sign
perpendicular to approaching traffic.

2’’ ID Galvanized Steel Pipe

(See Section A-A for Detail
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TYPICAL MOUNTING BRACKET ARRANGEMENT

FOR SINGLE WOOD POST INSTALLATION

TYPICAL MOUNTING BRACKET ARRANGEMENT

FOR DUAL WOOD POST INSTALLATION

 

ONE POST SIGN

MOUNTING BRACKET

1

TWO POST SIGN

MOUNTING BRACKET 1

1

2

Top of wood post to be flush with top of sign panel.

Auxiliary Sign Mounting Bracket shall extend full length of 

proposed mounted sign assembly.

AUXILIARY SIGN

MOUNTING BAR   2

AUXILIARY SIGN

MOUNTING BAR   2

1

Corrected spelling and dimension errors.
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