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SOST-08-11CONNECTIONS

GUSSET PLATE

SECTION A-A

1"½`HOLE (TYP.)

STEEL PIPE

EXTRA-STRONG

5"½

STEEL PIPE

EXTRA-STRONG

6"½

STEEL PIPE

EXTRA-STRONG

3"½

STEEL PIPE

STANDARD

3"½

DIAGONALS)

WITH FRONT-FACE

(ALTERNATE DIRECTION

BACK-FACE DIAGONALSFRONT-FACE DIAGONALS

DIAGONALS)

WITH TOP-FACE

(ALTERNATE DIRECTION

BOTTOM-FACE DIAGONALS

TOP-FACE DIAGONALS

SPAN

105'-130'

TRUSS PIPE DETAILS

DIAGONALS

  TRUSS

CHORDS

  TRUSS

50'-100'

| CHORD

| CHORD

| CHORD

| CHORD

CHORD SPLICE

| STRUT

| DIAGONAL

| INTERIOR DIAGONAL

TYP.

TYP.

TYP.

TYP.

TYP.

WORKING POINT

„" NEOPRENE PAD

…" GUSSET PLATE

…" GUSSET PLATE

…" GUSSET PLATE

TRUSS SUPPORT POST

STEEL PIPESTEEL PIPE

STEEL PIPE

STEEL PIPE

~~

~

~

~

~ ~~

~~

1"½ HOLE

Š

SLOTTED PIPE ENDS

‹" SLOT

Š

Š

TRUSS CHORD

…" GUSSET PLATE

…" GUSSET PLATE

DETAIL A

DETAIL C

DETAIL D

DETAIL B

DETAIL E

TYPICAL FOR STRUTS AND DIAGONALS

AND DIAGONALS)

PIPE (STRUTS

STEEL PIPE 
~~

| POST

| TRUSS CHORD

CHORDS ARE SIMILAR.

CHORDS.  CONNECTIONS AT BOTTOM 

DETAIL D SHOW CONNECTIONS AT TOP 

DETAIL A,` DETAIL B, `DETAIL C AND 

SADDLE ASSEMBLY

3•

IN ANOTHER PLANE.

THIS DIAGONAL IS PANEL POINTS.)

AT SUCCESSIVE 

(ALTERNATE DIRECTION

INTERIOR DIAGONALS

STEEL PIPE 

50'-130' SPANS

5
0
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1
0
0
' 

S
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N

S

1
0
5
'-

1
3
0
' 

S
P

A
N

S

GUSSET PLATE

LOCATIONS OF SECTION A-A AND DETAILS A, B, C, AND D.

NOTE:  SEE STANDARD SHEETS SOST-02-11, SOST-03-11, SOST-04-11 AND SOST-05-11 FOR 

THAT ARE SIMILAR TO DETAILS B, C, AND D AND LOCATION OF DETAIL E.

NOTE:  SEE STANDARD SHEETS SOST-06-11 AND SOST-07-11 FOR LOCATIONS OF DETAILS 

STEEL PIPE
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2•**

STRUT-TO-POST CONNECTIONS (I.E., "SIMILAR TO DETAIL C").

OTHER INTERIOR-DIAGONAL-TO-CHORD CONNECTIONS (I.E., "DETAIL C") AND 

** USE 2•" ONLY FOR INTERIOR DIAGONALS AT END OF EACH TRUSS UNIT.  USE 2" FOR 

STOCK TO FABRICATE GUSSET PLATES.

`* THIS DIMENSION MAY BE REDUCED BY ‰" TO ALLOW FOR THE USE OF 8"-WIDE BAR 
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STANDARD DESIGN

STEEL OVERHEAD SIGN TRUSS
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