
6
'-

0
 
|
-
|
 

C
H

O
R

D
S

3'-0

6

2

6‰

3

1'-5‚

33

4‚

‚

6

S

A

8

 1" 1"

4

1̀
"

1̀
"

2
'-

6
 

M
A

X
.

1
'-

6
 

M
I

N
.

1̀
"

1̀
"

B

3

D

2
Œ

•

2
„

3
2
‡

1
‚

1• 1• 1• 1•• •

3 3

7

5
•

‚
‚

•

Š Š

Š

1'-5‚

5ƒ

5'-3‚

5ƒ

10

| CHORDS

W6x20

W
6
x
2
0

W6x20

DETAIL

TYPICAL STIFFENER

W6x20

‰

‰

N

N

M

HANDRAIL POST BASE PLATE
HANDRAIL POST BASE

END ELEVATION OF

DMS RUNWAY DETAILS

50'-130' SPANS

SOST-13-11

 
TRUSS CHORD

TRUSS CHORD

SR

`105' - 130' 3ƒ

3“`50' - 100'

D

6‹

SPAN

11•

DIMENSION TABLE

DETAIL K

DETAIL K

5"½ EXTRA-STRONG STEEL PIPE

6"½ EXTRA-STRONG STEEL PIPE 7•

A

2œ

3Š

R

STEEL PIPE

2"½ STANDARD 

STEEL PIPE

2"½ STANDARD

SECTION M-M

SECTION N-N

TYPICAL RUNWAY SECTION
SECTION L-L

STEEL PIPE

2"½ STANDARD

S
T

E
E

L
O

V
E

R
H

E
A

D
S
I

G
N

T
R

U
S

S
.D

G
N
 
-
 
S

O
S

T
-
1
3
-
1
1
 
-
 

T
H
I
S
 

S
H

E
E

T
 
I
S

S
U

E
D
 
0
3
-
1
3
.

B

12

5“

5ƒ

NOTE: SEE STANDARD SHEET SOST-12-11 FOR LOCATION OF SECTION L-L.

{`…"`x`4"`x`0'-8 

{`…"`x`4"`x`0'-8

{`…"`x`4"`x`0'-8

ƒ"½`U-BOLT

ƒ"½`U-BOLT

ƒ"½`U-BOLT

U-BOLT DETAIL

WASHER

NUT

JAM NUT

U-BOLT DIMENSIONS

‚
{`ƒ"`x`7"`x`0'-9‚  

{`ƒ"`x`7"`x`0'-9‚  

SIDES.

‚"`x`2ƒ" BOTH

STIFFENERS

(TYP.)

A325 BOLTS

GALVANIZED

FOR •"½

| Œ"½ HOLES 

‰

‰

TYP.

•" CLIP

(TYP.)

Œ"½`HOLE
NUT, AND JAM NUT

BOLT WITH WASHER,

•"½ A325 GALVANIZED

ON BOTH SIDES

STIFFENERS 

‚"`x`2ƒ"

M

0
9
-
1
4

R
E

V
I
S
I

O
N
: 
0
9
-
1
4
 
-
 

C
H

A
N

G
E

D
 

R
U

N
W

A
Y
 

S
U

P
P

O
R

T
 

B
R

A
C

K
E

T
 

D
I

M
E

N
S
I

O
N

S
. 
 C

H
A

N
G

E
D
 

U
-

B
O

L
T
 

B
E

N
D
 

D
I

A
M

E
T

E
R
.

L
A

T
E

S
T
 

R
E

V
I
S
I

O
N
 

D
A

T
E

A
P

P
R

O
V

E
D
 

B
Y
 

B
R
I

D
G

E
 

E
N

G
I

N
E

E
R

STANDARD DESIGN

STEEL OVERHEAD SIGN TRUSS

SEPTEMBER, 2011

Highway Division


