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STANDARD DESIGN - 40’ ROADWAY, 3 SPAN BRIDGES
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ROLLED STEEL BEAM BRIDGES
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BAR SHAPE

PILE TYPE

1, 2

3

REINFORCING BAR LIST AND ESTIMATED QUANTITIES - PER PILE BENT
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PILE BENT NOTES:
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SIZE

PILE

BENT BAR DETAILS

TYPE 3 TRESTLE BENT PILES

PILE ORIENTATION DETAIL FOR

& | PILES

| PIER CAP

BAR SHALL BE 2 INCHES UNLESS OTHERWISE NOTED OR SHOWN.

MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR REINFORCING

FOR DETAILS OF TRESTLE PILES, TYPES 1, 2 AND 3, SEE STANDARD P10L.

DRIFT CONDITIONS ARE NOT SEVERE.

THESE PIER BENTS ARE DESIGNED FOR USE IN LOCATIONS WHERE ICE AND
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FOR ESTIMATING PILE LENGTHS USING AASHTO LRFD SPECIFICATIONS.

FOR DETERMINING ACTUAL PILE LENGTHS IN FIELD.

SEE STANDARD P10L FOR "K" DIMENSION.

PER FOOT OF EMBEDMENT. THE CONCRETE QUANTITIES FOR TYPE 3 PILES DO NOT REQUIRE REDUCTION FOR PILE EMBEDMENT.

CONCRETE QUANTITIES SHOWN HAVE HAD THE VOLUME OF EMBEDDED PILES DEDUCTED FOR TYPES 1 AND 2 BASED ON 0.8 FT‡   

SEE SHEET RS40-169-10 FOR STEP REINFORCING STEEL QUANTITIES AND DETAILS.

     POINT BEARING INCLUDES SIDE FRICTION AND POINT BEARING IN ROCK.

NOTE: FRICTION BEARING INCLUDES SIDE FRICTION AND END BEARING IN SOIL.

45° SKEW

PILE BENT PIERS RS40-113-10


