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PLAN d— € of Crossover©
TABLE OF OFFSETS AND DROPS
Distance (Fest) 46869 | 450 | 400 | 350 30141 ] 300 | 275 | 250 | 225 | 200 | 175 | 150 | 125 [11337 ] 100 | 75 | 50 | 25 0
OffsetAto C (Feef) | 600 | 600 | 600 | 600 | 600 | 607 | 7.36 | 884 | 1049 | 1233 | 1434 | 1654 | 1892 | 20.08 | 2147 | 2421 | 27.13 | 3008 | 33.06
DropAtoC(Feet) | 024 | 020 | 042 | 042 | 012 | 013 | 045 | 048 | 0.21 | 025 | 029 | 033 | 038 | 040 | 043 | 046 | 047 | 046 | 044
Drop Ato B (Feet 008 | 018 | 027 | 035 | 041 | 044

€ of Crossover

Detour Pavement options: 9" PCC or 12" HMA

(1) Mat

See

isting roadway joints. ‘CD' joints are required.

@ 'KT-2' joint, bend bars out for new pavement only.
(3) Median crossover is symmetrical about centerline.

(4) Median pipe for crossover. See Detail 500-19.

DESIGN QUANTITY TABLE
Detour Pavement Special Backfill Granular Shoulder
Sq. Yds. Tons Tons
1140 555 *185

*Quantity based on 8" shoulder depth.

|:| Detour Pavement

Possible Contract ltems:
Detour Pavement
Embankment In Place
Excavation, Class 10, Roadway and Borrow
Excavation, Class 13, Roadway and Borrow
Granular Shoulders, Type A
Removal of Pavement
Special Backfill

Possible Tabulation:
112-8
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