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TABLE OF OFFSETS AND DROPS
Distance (Feet)  [560.67 | 550 | 500 | 450 | 400 [393.39 | 375 | 350 | 325 | 300 | 275 | 250 | 225 | 200 | 175 | 150 | 125 [10156 | 100 | 75 | 50 | 25 0
Offset Ao C (Feet) | 600 | 600 | 6.00 | 600 | 600 | 600 | 693 | 835 | 994 | 11.72 | 1368 | 1581 | 18.13 | 2063 | 2331 | 26.18 | 2022 | 32.24 | 3245 | 3584 | 39.27 | 42.70 | 46.13
DropAtoC (Feet) | 024 | 022 | 042 | 042 | 042 | 012 | 014 | 047 | 020 | 023 | 027 | 032 | 036 | 041 | 047 | 052 | 058 | 064 | 066 | 0.70 | 0.71 | 072 | 068
Drop Ao B (Fest) 008 | 016 | 038 | 052 | 061 | 068

Detour Pavement options: 9" PCC or 12" HMA

(1) Matg]
See

jsting roadway joints. "CD' joints are required.

@ KT-2 Joint, bend bars out for new pavement only.
@ Median crossover is symmetrical about centerline.

@ Median pipe for crossover. See Detail 500-19.

DESIGN QUANTITY TABLE
Detour Pavement Special Backfill Granular Shoulder
Sq. Yds. Tons Tons
1970 845 *220

*Quantity based on 8" shoulder depth.

|:| Detour Pavement

Possible Contract ltems:
Detour Pavement
Embankment In Place
Excavation, Class 10, Roadway and Borrow
Excavation, Class 13, Roadway and Borrow
Granular Shoulders, Type A
Removal of Pavement
Special Backfill

Possible Tabulation:
112-8
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REVISIONS: Madifled special backflll and granular shoulder quantities.
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