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SPECIFIED SELVAGE TOP & BOTTOM

ATTACH AT APPROX. 12" INTERVALS

ORNAMENTAL POST TOP

TOP RAIL CLAMP
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TRUSS ROD CLAMP

TOP RAIL

FENCE

LINK

CHAIN

STRETCHER BAR

GROUND LINE

BOTTOM TENSION WIRE

NUT

LOCK DEVICE
TIGHTENING
TRUSS ROD

TRUSS ROD

TOP RAIL POST CAP

BRACE RAIL

BRACE RAIL CLAMP

BRACE POST
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BRACE POST ASSEMBLY

WIRE TIE OR CLAMP

(5’ HIGH FENCE & OVER)

BOTTOM TENSION WIRE

APPROVED CLAMP AND BARBED
CONNECT TO TOP RAIL WITH

TOP RAIL

GROUND ROD
COPPER CLAD

CLAMP TO GROUND ROD

W/ APPROVED CLAMP
TENSION WIRE

CONNECT TO BOTTOM

APPROVED CLAMP

FENCE FABRIC WITH
CONNECT TWICE (2) TO

COPPER WIRE

NO. 6 AWG BARE

LINE
GROUND

GROUND ROD INSTALLATION

BOTTOM TENSION WIRE

BARBED WIRE
(WHEN SPECIFIED)

TURNBUCKLE
OR APPROVED

WIRES (IF SPECIFIED)

 

CONCRETE FOOTING

NOT REQUIRED FOR

(IF SPECIFIED)

CENTERS (MAXIMUM)

ANGLE, BRACE, CORNER

TERMINAL OR PULL POST ASSEMBLY

AND BARBED SELVAGE

CHAIN LINK FENCE DETAILS

ANGLE, BRACE, CORNER,

TERMINAL OR PULL POST

BOTTOM OF

FABRIC

FENCES LESS THAN

4’-0"

ATTACH AT 12" INTERVALS

BARBED WIRE

SUPPORTING

ARM

BOTTOM

TENSION

WIRE

KNUCKLED SELVAGE, USE AT TOP

AND BOTTOM OF FENCE FABRIC.
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SPACED AT 12"

SUDAS STANDARD SPECIFICATIONS




