PILE BENT NOTES:

THESE PIER BENTS ARE DESIGNED FOR USE IN LOCATIONS
WHERE ICE AND DRIFT CONDITIONS ARE NOT SEVERE.

FOR DETAILS OF TRESTLE PILES, SEE STANDARD [ET0Hl.
MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR

REINFORCING BAR SHALL BE 2 INCHES UNLESS OTHERWISE
NOTED OR SHOWN.

PIER PILES SHALL BE DRIVEN TO VALUES SHOWN IN DESIGN PLANS.

REINFORCING BAR LIST AND ESTIMATED QUANTITIES - PER PILE BENT
}_TPILE BENT | 8 PILE BENT | 9 PILE BENT | 10 PILE BENT | Il PILE BENT | 12 PILE BENT | I3 PILE BENT
BAR | LENGTH SHAPE _NO.| SIZE WEIGHT|NO. snzz wzlsu?luo. SIZE WEIGHTINO.| SIZE wsnsu?lNo snz: wslejrluo. SIZE WEIGHTINO.| SIZE |WEI
al | 412 8| 9 | 1283 12838 | 9 |1283|8 | 9 |1283|8 1283 | 8 1283 |8 | 9 | 1283
a2 | ar-2 4] 8 | 504 e 504 (4| 8 |504 |4 8 | 504 |4 a 504 | 4 504 |4 | 8 | 504
bl | 472 410 | 8i2 10 |82 |4 10 82 |4 10 82 |4 10 824 64l |4 | 10 | 8I2
5cl| 12'-8 46| 5 | 608 5 | 713 |64 5 846 |70| 5 | 925 |78 5 |1030(68| 5 | 898 |74| 5 | 978
gel | 8- 4] 8 | 8 8 | 8 |4 8 | 8 |4| 8 |8 |4 8 | 8 |4 8 | 86 |4| 8 | 86
(1)| REINFORCING STEEL (LB.) 3293 3398 3531 3610 3715 3412 366:
STRUCTURAL | PILE TYPE
CONCRETE (cY) | 3 19.6 19.6 19.6 19.6 19.6 19.6 19.6
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(1) SEE SHEET FOR STEP REINFORCING STEEL QUANTITIES
AND DETAILS.
() NOTE: PU, STRENGTH | DESIGN LOAD (KIPS) IS NOT THE VALUE
2 USED IN THE FIELD FOR DRIVING PILES.
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3 & STANDARD DESIGN - 40’ ROADWAY, 3 SPAN BRIDGES
z
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NOTE: FRICTION BEARING INCLUDES SIDE FRICTION AND END BEARING IN SOIL. < 3
POINT BEARING INCLUDES SIDE FRICTION AND POINT BEARING IN ROCK. | - § PILE BENT PIERS RS40-111-10
< HPI4 PILES
30° SKEW

REVISED 05-13 - REVISION FOR LRFD PILE DESIGN.




