PILE BENT NOTES:

THESE PIER BENTS ARE DESIGNED FOR USE IN LOCATIONS WHERE ICE AND
DRIFT CONDITIONS ARE NOT SEVERE.

FOR DETAILS OF TRESTLE PILES, SEE STANDARD [FT0l.

MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR REINFORCING
BAR SHALL BE 2 INCHES UNLESS OTHERWISE NOTED OR SHOWN.

PIER PILES SHALL BE DRIVEN TO VALUES SHOWN IN DESIGN PLANS.

REINFORCING BAR LIST AND ESTIMATED QUANTITIES - PER PILE BENT
T PILE BENT | 8 PILE BENT | 9 PILE BENT | 10 PILE BENT | 1| PILE BENT | 12 PILE BENT | I3 PILE BENT
BAR | LENGTH | SHAPE _ |NO.| SIZE wzlcu?luo. SIZE wzlsu?luo. SIZE [WEIGHT|NO.| SIZE wzlsu?lNo. SIZE WEIG!_'ITlNO. SIZE [WEIGHTINO.| SIZE |WEI
al | 40-8 8 9 |1106/8| 9 |1106/8 9 |1106|8| 9 |1106|8 8 |1106/8 9 | II106|8 9 |06
a2 | 408 4. 8 434 |4 8 | 434 |4 | B | 434 |4 8 | 434 |4 | B | 434 |4 8 | 434 |4 | B | 434
bl | 40-8 4 553 |4 553 | 4 553 | 4 553 |4 | 10 | 700 |4 553 |4 | 9 | 553
cl | 128 42 555 |44 581 |56 140 |56 140 |62 83 |46 608 |50 661
el | Bl 4 86 |4 86 |4 86 |4 8 |4 86 |4 86 |4 86
ml | 58 8 41 |8 47 |8 a1 |8 a1 |8 41 |8 47 |8 a1
nl | 2-10 8 24 |8 24 |8 24 |8 24 |8 24 |8 24 |8 24
REINFORCING STEEL (LB.) 280! 2831 2930 2930 3216 2858 2311
STRUCTURAL | PILE TYPE
CONCRETE (CY) | 3 16.8 16.8 16.8 16.8 16.8 16.8 16.8
BENT BAR DETAILS
6
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FRICTION OR POINT BEARING PILING
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TRESTLE PILES size DES. LOAD (KIPS)
" 7 HPI4XT3 73
160"-0 7 HP 14x89 173
- 8 HP14x73 165
180"-0 7 HP 14x 189
. HP14x 178
PR 2000 HP 14x 204
. 3 . HP 14X 173
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(1) NOTE: PU, STRENGTH | DESIGN LOAD (KIPS) IS NOT THE VALUE
USED IN THE FIELD FOR DRIVING PILES.
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