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REFERENCE POSTS

1

1

1

1

1

TYPE 9

SPLIT MEDIAN BARRIER RAIL INSTALLATION

WITH GRADE DIFFERENTIAL

TYPE 4

ATTACHMENT TO OTHER FEATURE

TYPE 3

BRIDGE BARRIER RAIL INSTALLATION

TYPE 2

CURB INSTALLATION

TYPE 1

SHOULDER INSTALLATION

TYPE 5

DEPRESSED MEDIAN INSTALLATION

TYPE 6

RAISED MEDIAN INSTALLATION

1

1 ft

4 ft

4 ft

4 ft

5 ft

4 ft

TYPE 7

FULL MEDIAN BARRIER RAIL INSTALLATION

1 ft

1 ft

Aluminum bolts, self-locking nuts,and washers.

locking nuts with washers �’’ I.D. x �’’

O.D. x 0.091’’.

Neoprene Washer

TYPE 8

SPLIT MEDIAN BARRIER RAIL INSTALLATION

MILEPOST MARKER ASSEMBLY

TOP VIEW

Type 1

Delineator

Reference Marker

�’’ x 2�’’ - 18 NC hex bolts and hex self-

10-20-09

Post length shall be sufficient to provide a minimum of 30 inches of

embedment when installed at the specified mounting height.

8 ft Typical

2 ft Minimum

8 ft Typical

2 ft Minimum

 

1

Special

Mounting

Bracket

Attach milepost marker to

the feature with stainless

steel bands.

Other features could

be light poles, sign 

truss legs, etc.

Center post

in the median

Center post

in the median

Center post

in the median

Install on the
Higher Rail with a
Special Mounting

Bracket

Special
Mounting
Bracket

The Contractor shall furnish Type 1 delineator posts for each location unless

specified otherwise in the plans.

All dimensions are in inches unless otherwise designated.

Deleted information already in the specification book and added general note.
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0.25
11.5

0.25

12

2 8 2

12

1.50" Radius, 0.50" Border, White on Green; 

[A] E; 

1.2
9.6

1.50" Radius, 0.50" Border, White on Green; 

[BK] C 50} spacing; 

0.97
10.06

0.97

1.50" Radius, 0.50" Border, White on Green; 

[AH] C 50} spacing; 

3

4

1.37
9.51

3

10

2.95 6.1

1.12

2.95

4

24

12

1.50" Radius, 0.50" Border, White on Green; 

[MILE] C; [4] C; 

3

4

3

10

3

10

3

36

[MILE] C; [4] C; [4] C; 

1.50" Radius, 0.50" Border, White on Green; 

3

4

10

2.5

10

2.5

48

1.50" Radius, 0.50" Border, White on Green; 

[MILE] C; [4] C; [4] C; [4] C; 

MILE

4
4
4

BKAHA

MILE

4

MILE

4
4

D10-1A D10-2A D10-3A

D10-7A D10-8A D10-9A

D10-5A

D10-6A

10-20-09

1.50" Radius, No border, 
White on Black; 

0.25

0.25

1211.5

0.25
11.5

0.25

12

1.50" Radius, No border, 
White on Black; 

0.25

0.25

1211.5

12

2

8

2

12 12

12

2

8

2

12

2

8

2

1.2

3

10

3

1.37
9.51

2.95 6.1

1.12

2.95

12

1.37
9.51

2.95 6.1

1.12

2.95

12

MILE

4

A AH BK

4
4
4

4
4

MILE

MILE

1
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36

1

6 8

1.50" Radius, 0.00" Border, White on White; 

[2] Green D; 

1.25

1.43 2.19
1.75

0.42

4.53 0.75

6

2 6

2.5

6

4.27

1.46

2

6

1.43

2

4.27

1

24.25

28

10

1.50" Radius, 0.50" Border, White on Green; 

42

1.50" Radius, 0.00" Border, White on White; 

[2] Green D; 

1.61

1.52

0.28

4.98

1.25
7.5

1.5

6

1.5

6

1.5

1.61

1.25

30.25

34

1.50" Radius, 0.50" Border, White on Green; 

30

6

2.98 4.04 2.98

1

8

1.50" Radius, 0.00" Border, White on White; 

[2] Green D; 

2

2.5

2.5

2

5.44

1.5

6

2 6

2.5

6

4.27

1.46

2

4.27

1.5

22

10

1.50" Radius, 0.50" Border, White on Green; 

[SOUTH] C; [1] D; 

EAST

1
1
1

WEST

1
1

1.41

1.36

0.38

1.41

SOUTH

1

[WEST] D; [1] D; [1] D; [EAST] D; [1] D; [1] D; [1] D; 

D10-1D D10-2D D10-3DD10-1D

10-20-09

2.98 4.04 2.98 2.98 4.04 2.98

17.5

1

1

2.52

1.25

1.75

0.75

6

2.52

1

6 8

6

1

1

4.27

1.46

4.27

10

SOUTH

1

WEST

1
1

WEST

1
1

WEST

1
1

EAST

1
1
1

EAST

1
1
1

1
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1.50" Radius, No border, White on Black; 

0.13

5.75

0.13
5.75

0.12

0.12

1.50" Radius, No border, White on Black; 

0.39
5.22

0.39

6

1.50" Radius, No border, White on Green; 

[BK] C; 

0.32
5.36

0.32

6

1.50" Radius, No border, White on Green; 

[AH] C; 

1

4

1 4 1

1

6

6

1.50" Radius, No border, White on Green; 

[A] E; 

1

4

1

4

1

4

1

1.50" Radius, No border, White on Green; 

[4] E; [4] E; [4] E; 

3

4

2

4

3

1.50" Radius, No border, White on Green; 

[4] E; [4] E; 

6

4

1.16
3.68

1.16

6

16

6

1.50" Radius, No border, White on Green; 

[4] E; 

4
4

4

4
4
4

A AH BK

D10-1 D10-2 D10-3

D10-7 D10-8 D10-9

D10-5

D10-6

16 16

1.16
3.68

1.16

6

1.16
3.68

1.16

6

1

4

1

6

1

4

1

6

6

6

0.13

5.75

0.12

0.12

6

0.13
5.75

6

4
4

4

4
4
4

A AH BK
10-20-091
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