
Direction of Traffic

Zone Line

No Passing

48’’ X 60’’ X 60’’

W14-3

NO

PASSING

ZONE

48" x 48"

W6-1

48" x 48"

W6-1

48" x 48"

W4-2

48" x 48"

W9-2

LANE ENDS

MERGE

LEFT

48" x 48"

W6-3

where Pavement Width = 26’

Begin Channelizing Lines

Zone Line

No Passing

CL

Traffic Sign

Type III Barricade

Delineator

Warning signs shall be yellow with black legend and symbols.

Type III barricades shall conform to Section 3F.01 of the MUTCD.

Permanent Road Closure

Pavement Marking Items

Possible Contract Items:

Delineators

Possible Tabulations: 102-4, 108-22

TYPICAL CHANNELIZING LINE PLACEMENT

DETAIL ’A’

Roadway Pavement

Future 

BEGINNING OF PAINTED MEDIAN

DETAIL ’B’

ï»¿Lines, 20’ C/C @ 

8’’ Yellow Cross Hatching

CROSS TO THE RIGHT

30" x 30"

R5-1

T

DO NOT

EN ER

30" x 30"

R5-1

T

DO NOT

EN ER

42" x 30"

R5-1A

WRONG

WAY

Channelizing Line

Channelizing Line

Channelizing Lines

LEGEND

Channelizing Line

M
a
tc

h
li
n
e
 #

1

M
a
tc

h
li
n
e
 #

1

Begin Channelizing Lines

End Channelizing Lines

End Broken Lane Line

200’ 300’

Channelizing Lines

Edge Lines

24"

8"Channelizing Line

Edge of Pavement

See Detail ’A’

720’ Taper 750’

750’

1000’

See Detail ’B’

185’

150’

12’

12’

12’

100’ C/C

100’ C/C

12’

12’

Channelizing Line

Edge Line

TC-62

REVISION

04-17-12

SHEET 1 of 2

REVISIONS:Changed title to add the word ’Divided’.

                                                                      

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

4

FOUR-LANE DIVIDED TRANSITION

PERMANENT TWO-LANE TO

36" x 48"

R4-7B



CROSS TO THE LEFT

1

1

48" x 48"

W6-1

48’’ X 60’’ X 60’’

W14-3

NO

PASSING

ZONE

36" x 48"

R4-7B

48" x 48"

W6-3

48" x 48"

W4-2

48" x 48"

W9-2

LANE ENDS

MERGE

LEFT

48" x 48"

W6-1

Channelizing Line

End Outside

Channelizing Line

End Inside

See SI-181 for details.

TC-62

REVISION

04-17-12

SHEET 2 of 2

REVISIONS:Changed title to add the word ’Divided’.

                                                                      

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

4

FOUR-LANE DIVIDED TRANSITION

PERMANENT TWO-LANE TO

Roadway Pavement

Future 

42" x 30"

R5-1A

WRONG

WAY

30" x 30"

R5-1

T

DO NOT

EN ER

30" x 30"

R5-1

T

DO NOT

EN ER

ï»¿Lines, 20’ C/C @ 

8’’ White Cross Hatching

ï»¿Lines, 20’ C/C @ 

8’’ Yellow Cross Hatching

Channelizing Line

Channelizing Line

Direction of Traffic

LEGEND

Traffic Sign

Type III Barricade

Delineator

750’

200’

200’

750’

End Broken Lane Line

White Delineators 100’ C/C

300’

100’

See Detail ’A’

100’

12’

100’

720’ Taper

See Detail ’B’

M
a
tc

h
li
n
e
 #

2

M
a
tc

h
li
n
e
 #

2

Begin Channelizing Lines

Permanent Road Closure

12’


	etc062-001.pdf
	etc062-002.pdf

