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Brace Post
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Attach as
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Fabric
Fence

POST INSTALLATION PULL POST INSTALLATION

ANGLE OR CORNER POST INSTALLATION

Rods
Truss

Encasements

Concrete

Line

Ground

Rod

Truss

Devices

Tightening

Truss RodEncasements
Concrete

Rod
Truss

Post
Corner
Angle or

PLAN OF FENCE

to place fabric on the side of the post away from the roadway.

stream crossings, or other locations, the Contractor has the option 

Place fence fabric on roadway side of post. For certain curves, 

YXUSE IN FENCE

R.O.W. Line

Line and Brace Posts

3'-0"

3'-0"

0'-10"

0'-8"

1'-0"

0'-10"

3'-0"

3'-0"

YX

1'-4"

1'-0"

YX

Terminal Post* 2

2

FENCE HEIGHT

*Includes corner, angle, end, and pull posts.

FENCE POST FOOTING DEPTH AND DIAMETER

4'-0" and less Over 4'-0" to 8'-0" Over 8'-0"
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1'' Clear

3

2

1

3

Footing
Fencing

CHAIN LINK FENCE

Encasement

Concrete

Bottom Tension Wire

Ground Line

Fence Fabric

specified in the contract documents.

Install the fence on the roadway side of the right-of-way when 

over 8 feet.

post footing is 3 feet plus 3 inches for each 1 foot in height 

For fence heights greater than 8 feet, the depth of the fence 

Fabric width as specified in the contract documents.
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CHAIN LINK FENCE

Truss Rod

Lock Nut
Ground Line

Brace Post

Fabric

Fence

Top Rail

GROUND ROD INSTALLATION

RAIL SLEEVE

H

Brace Rail

Post Cap

Top Rail

Truss Rod

Rail

Top 

Top Rail

or End Post

Angle, Corner, 

Top Rail Clamp

15'' max.

Top Rail

Stretcher Bar

Encasement

Concrete

Line

Ground Wire

Tension 

Bottom

12'' intervals.

Attach at approximately 

12'' intervals.

approximately 

Attach at 

H /2 min.

Post Top

Ornamental

Fabric
Chain Link

Clamp

Rail

Brace

END POST ASSEMBLY

ANGLE, CORNER, OR 

Wire

Tension 

Bottom

max. centers

spaced at 12"

Wire tie or clamp

Approx. 1''

Sleeve

Rail

expansion type.

provide spring-loaded

For every third sleeve,

Ground Line

Bottom Tension Wire
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Encasement

Concrete

BRACE POST ASSEMBLY

Clamp to top rail.

Ground Wire

fence fabric.

Connect twice to

tension wire.

Clamp to bottom 

to ground rod.

Clamp ground wire

Ground Rod

Tightening Device

Turnbuckle or Truss Rod 

Clamp

Truss Rod

Fabric

Bottom of

Approx. 1"

AND KNUCKLED SELVEDGE

BOTTOM TENSION WIRE

of fence fabric.

at top and bottom

Provide knuckled selvedge

(see detail)

Knuckled Selvedge

SUDAS Standard Specifications
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