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WIDTH VARIES AS SPECIFIED ON PLANS
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CRACK PATTERN IN

EXISTING PAVEMENT

25’ MAX.

15’ DESIRABLE SPACINGWHERE GREATER THAN 25’

ALL JOINT LAYOUTS SHALL BE APPROVED BY THE ENGINEER.
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7010.8A   P.C. CONCRETE BASE PAVEMENT WIDENING

FOR WIDENING STRIPS LESS THAN 14’, NO LONGITUDINAL JOINT IS REQUIRED.

12.5’ ON WIDENING

SECTION GREATER

THAN 14’

CURB SECTION

1’-6"

INTEGRAL CURB REMOVAL

WHERE CURB EXISTS

2’-6" THICKENED EDGE

TYPICAL SECTION

TYPICAL JOINT LAYOUT

10’

MIN.

FOR WIDENING STRIPS GREATER THAN 14’, LONGITUDINAL JOINTS SHALL BE USED

AT 12.5’ INTERVALS.

SAW ’C’ JOINT AT HALF POINT

’ED’ EXPANSION JOINTS ARE TO MATCH THE EXPANSION JOINTS IN THE EXISTING

PAVEMENT.

’KT’ JOINTS SHALL BE USED AT ALL INTERSECTION BOX-OUTS.
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WHERE THERE IS NO VISIBLE CRACK PATTERN IN THE EXISTING SLAB, ’C’ JOINTS

SHALL BE AT 15’

INTERVALS AND ’ED’ JOINTS SHALL BE AT 600’ INTERVALS.

JOINTS TO MATCH
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’C’ JOINT FOR T LESS THAN 8", ’CD’ JOINT FOR T GREATER THAN OR EQUAL TO 8"

10/19/04

HMA SURFACE & LEVELING

COURSES @ .02’/FT. SLOPE

THE SEALING OF JOINTS IN PAVEMENT TO BE SURFACED WITH HMA IS NOT REQUIRED.

ALL JOINTS IN THE BASE PAVEMENT SHALL BE CLEANED BEFORE SURFACING WITH HMA.

ALL CRACKS AND JOINTS IN THE EXISTING PAVEMENT SHALL BE CLEANED BEFORE

SURFACING WITH HMA.

SUDAS STANDARD SPECIFICATIONS


