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CHAIN LINK FENCE WHEN SPECIFIED

FINISH
GRADE

CONCRETE

ENCASEMENT

SECTION A-A

BROKEN CONCRETE

JOINTS SHALL BE 1/2" MAXIMUM 

THICKNESS FOR LIMESTONE WALLS 

AND 1’’ MAXIMUM THICKNESS FOR

OTHER MATERIALS.

4" P.C. CONCRETE CAP IS TO BE

CONSTRUCTED, MEASURED AND PAID 

AS 4’’ P.C.C. SIDEWALK, TRANSVERSE 

TOOLED JOINTS SHALL BE CONSTRUCTED

AT 4’ SPACING.

CHAIN LINK FENCE IS TO BE CONSTRUCTED

AND PAID FOR IN ACCORDANCE WITH

1.

2.

3.

V
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R
IE
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P.C. CONCRETE CAP

WHEN SPECIFIED

ELEVATION

A

A

4. COURSES TO BE PLACED HORIZONTALLY.

LANNON LIMESTONE

ONE COURSE

ONE

COURSE

SECTION 9060.

NOTES:

DRY WALLS

1" RANDOM

OFFSET FOR

TEXTURING

UNDISTURBED

BANK OR

COMPACTED

SOIL.

FINISH

GRADE

LINE

RIGHT-OF-WAY LINE, PROPERTY LINE

OR REFERENCE LINE IN FILL SECTION.

4" P.C. CONCRETE CAP WHEN

FENCE IS REQUIRED (TYP. FOR

LANNON LIMESTONE).

FINISH

GRADE

LINE

RIGHT-OF-WAY LINE, PROPERTY

LINE OR REFERENCE LINE IN

CUT SECTION.

UNDISTURBED

BANK OR COMPACTED

SOIL.

HAND FINISH

EXPOSED

CONCRETE 

FOUNDATION SOIL

FINISH

GRADE

LINE

MEASUREMENT LINE

(6" BELOW FINISH GRADE LINE)

1/4"/FT.

4"

BATTER 3" PER FOOT

UNLESS OTHERWSE

SPECIFIED

8"MIN.

6"MIN.

6"

6" COMPACTED

GRANULAR WALL

FOUNDATION

6" COMPACTED

GRANULAR WALL

FOUNDATION

6" COMPACTED

GRANULAR WALL

FOUNDATION

SUDAS STANDARD SPECIFICATIONS


