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REMOVE TO SOUND ASPHALT OR
CONCRETE.  MINIMUM OF 2" BELOW TOP

TYPE B, A.C.C. PATCHING MATERIAL

OF PAVEMENT.  

PARTIAL DEPTH A.C.C. PATCH

2" SAW CUT P.C.C. PAVEMENT

DO NOT SEAL

EXISTING JOINT/CRACK EXISTING

A.C.C. OR P.C.C.

PAVEMENT

EXISTING JOINT/CRACK

1/2" EXPANSION

MATERIAL

PARTIAL DEPTH SAW CUT

(1-1/2" MINIMUM)

FINISH PATCH FROM CENTER TO OUTSIDE EDGE

TYPE A PARTIAL DEPTH P.C.C. PATCH

EXISTING JOINT/CRACK

TYPE B PARTIAL DEPTH P.C.C. PATCH

1/2" EXPANSION

MATERIAL

EXISTING

P.C.C. PAVEMENT

FINISH PATCH FROM CENTER OUT TOWARD EDGE

REMOVE MATERIAL WITH MAXIMUM 15 POUND 

AIR CHISEL, TO SOUND CONCRETE, 

MINIMUM 1-1/2", MAXIMUM T/3. CLEAN AND 

ROUGHEN SURFACE BY SAND BLASTING 

AND AIR BLASTING.

*

*

NOTE:

EITHER TYPE A OR TYPE B PARTIAL DEPTH P.C.C. PATCH WILL BE ALLOWED,

UNLESS CONTRACT DOCUMENTS OR JURISDICTIONAL ENGINEER SPECIFY TYPE

TO BE USED.

*

EXISTING

P.C.C. PAVEMENT

1

REMOVE MATERIAL WITH MILLING MACHINE TO 

SOUND CONCRETE.  MINIMUM 1-1/2", MAXIMUM T/3.

CLEAN AND ROUGHEN SURFACE BY SAND 

BLASTING AND AIR BLASTING.

 

EXPANSION MATERIAL REQUIRED ONLY AT LOCATION OF EXISTING JOINT OR CRACK.

PARTIAL DEPTH PATCH
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SUDAS STANDARD SPECIFICATIONS




