REVISED 1/98; CLEAR DISTANCE TO 4il BAR CHANGED.

:12/96 ; NOTE CORRECTED, KEYWAY NOTATION CHANGED.

TWH303.501

REVISED

33 (L.

= Gl —«

|
15 CL.

440l

SECTION THRU CURTAIN WALL

~— TOP OF PARAPET

‘ ~— TOP OF PARAPET

TOP OF OPENING ——

PERMISSIBLE

—— ALTERNATE PERMISSIBLE
CONSTRUCTION JOINT — —

CONSTRUCTION JOINT

— PERMISSIBLE
CONSTRUCTION JOINT

— TOP OF OPENING

TOP OF WINGWALL DETAILS

CULVERT

HEIGHT | ANGLE
H &t ER
¢ 300 0 | 6

30° 50° | 48° 55
30° 43 | 48° 21
30° 38 | 48° 09’

§ CcuLverT

SECTION THRU PARAPET

. CULVERT
/ °
| < ml c
A i 1 ;
Bs3 — ﬁ . IE— \
5 —— bs6 !
FFH. —
—5b =
65T, =
FFH s I\ 3 Y
o < BFH.
= 5 = 4c
S = CuLy SPANSM i 3 [ CURTAIN WALL DETAIL
STAGGERED —£4 -
— e o o NOTES:
o FF. i BEV. _NOTES:
BFV. — — 6f4 o ey - o ~—— BEVELED 1. SEE DRAWING ITHECECTISE FOR GENERAL INFORMATION, SPECIFICAT IONS,
A en ' 3 KEYWAY AND DESIGN STRESSES.
2 6l ~—bme ol —— = ‘“# 2.FOR DIMENSION TABLE SEE DRAWING [THEIO-I=AI.
} \ | Ht - STANDARD DESIGN
= 3 w b
N — . ——4d) 2
w ons == ~en 3 - FLARED WING HEADWALLS
z @
=i
TYPICAL SECTION - NEAR CENTER OF APRON 29 < @ TWIN REINFORCED CONCRETE BOX CULVERTS
= &
— g HIGHWAY DIVISION
& . IOWA DEPARTMENT OF TRANSPORTATION
bl 3
- JULY , 1987 TWH 30-3-87




