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For use on ground mounted or overhead signs.

Background for U.S. and lova Route Markersshall be smooth stlver

reflective sheeting. Route Marker numerals shall be black non-reflective

sheeting

Dimensions shall be to the nearest 3.2 mm.
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U.S. & STATE ROUTE MARKERS
FOR TYPE ‘B’ GUIDE SIGNS
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* Optically space numerals
about vertical centerline
DIMENSIONS (INCHES)
SIen ) B C D E F 6 H J K L
1,2-Digits| 610 | 610 | 140 | 300D | 170 | 25 | 125 | 180 | 130 | 180 | 50
L2-Digits| 910 | 910 | 210 | 3500 | 250 | 38 | 190 | 270 [ 190 | 270 | 75
3igits | 760 | 610 | 140 [ 3000 | 170 | 100 | 130 | 180 | 230 | 250 | s0
30igits | 1140 | 910 | 210 [ 3500 | 250 | 140 | 190 0 | 30 | 300 | 75
All dimensions are given in metric unless noted.
— REVISION
M cﬂu‘lowa Department |17
@’ of Transportation
n RD-43
250 mm Numerals | 300 mm Numerals | 380 mm Numerals
150 mm Numerals | 300 Numerals | 380 mm Numerals | 460 mm numerals = STANDARD ROAD PI.AN
A 410 610 760 %20 o SHEET 1 of 1
B 10 510 750 920 O | FEVISIONS: Remove rivet hole infomation.
C 13 180 230 270 [
tor2| 3 Lor2 3 lor2 3 Tor2 3 [~
D digits | digits | digits | digits | digits | digits | digits | digits > AFPROVED By BESICN ETHORS ENGINEER
1500 | 150C | 3000 | 2500 | 375D | 300D | 4500 | 375¢C
D
R 205 305 380 460 —
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