
TO: Holders of Standard Road Plans TRANSMITTAL DATE: 11-01-07

FROM: Office of Design REVISION DATE: 04-15-08

SUBJECT: Revision of Manual (English)

Item

  *Note*

RA INDEX
RA-52

RC INDEX
RC-18

RD INDEX
RD-5

RD-21A
RD-21B
RD-22A

RD-23

RD-40

RD-41

RD-46
RD-47
RD-48

RD-49
RD-50
RD-51

RD-52
RD-53
RD-54

RD-55

RD-56
RD-57

RE INDEX
RE-44J
RE-71
RE-88

RE-89

VOID.

VOID.

VOID.

VOID.

Iowa Department of Transportation
Highway Division

   The following revisions are effective with the April 15, 2008 letting.  Projects let prior
   to this date may reference earlier versions of these Standard Road Plans.

Description of Revision

INSTRUCTIONS: The attached Standard Road Plans have received approval and may be referred to in the plans by
number. Questions concerning the distribution of revisions to the manual should be directed to the Office of
Document Services, telephone (515) 239-1940. Questions concerning information contained on the Standard Road
Plans should be sent to the Methods Section at: design.standards@dot.iowa.gov.

VOID.

VOID.

VOID.

VOID.

VOID.
VOID.
VOID.

VOID.

VOID.

VOID.

Deleted Type 1 anchorage.  Added Table A.
Added location station arrows.
Added Table A.

Revised page 1.

Revised page 1.

Revised pages 1 and 2.

VOID.

VOID.

NEW.  Floating Silt Curtain.

Added retroflective strip to front and back.

Deleted unnecessary notes.

VOID.

VOID.

VOID.

Revised pages 1 and 2.



Page 2

RF INDEX Revised page 1.

RF-3 Corrected printing error.  Added side view.

RH INDEX Revised page 2.

    sheet 2.

RL INDEX
RL-12

RL-16

RR INDEX
RR-2

TC INDEX
TC-215
TC-216

TC-217

TC-252

TC-253

Changed notes to cover 5% and 10% fines and require RC-18 for 10%.  Clarified circle notes 
and renamed standard and contract items.

Added Location Station, changed title, and added dimensions.  Revised drawing to show one 
side of median with approach and trailing ends.

Modified Speed limit table variables.  Reworded circle note 1.
Removed note "Temporary Traffic Signals shall be span-wire mounted." from sheet 2.

   Moved milled rumble strips to 6" from the paint line for all cases.  Clarified 50' dimension on 

Revision to Manual (English)

VOID.
Removed note "Temporary Traffic Signals shall be span-wire mounted."  Added column to 
speed table.

Removed note "Temporary Traffic Signals shall be span-wire mounted."

   RH-64

Revised page 1.

Revised page 1.

Revised page 1.

Changed note 6 to refer to Detail C.  Added contract items and tabulations.


