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€-¢ EIGHT FILING STRUCTURAL REINFORCING STEEL (ONE FOOTING)
-G ABUT. HEIGH
INCRET|
searing | ¢n | NO.B | DES.BRG. | FTG.sizE | CONCRETE FIG.SIZE | BAR | NO.SIZE & SPC. | LENGTH | WEIGHT LB.| ,o|ont"
LAYOUT | (TONS) Y. WEIGHT LB.
16 188 34 d2 | SEE NOTE -- --
19 188 35 o o7 [ 21 #5 0 1-0 7- 216
22 188 36 xEx 2 320 ax8x2r | f 8 %5 0 10 26 223
25 188 37 9 30 #6 0 Il 7- 345
160 t 28 198 37 g 8 #5 0 10 2~ 223 1007
31 208 35 P 92 | SEE NOTE - --
34 208 31 YxIx 28 37.3 L 28 #5 @ 1-0 - 253
37 21a 36 A axox2e | f 9850 10 27- 260
0 228 35 Yx10x 25 430 9 3 %10 1l - 549
16 188 37 g 10 #5 0 1I 2r- 289 1351
19 198 36 R d2 | SEE NOTE -- --
2 198 37 4x Brx 2t 32.0 b 29 85 0 1'-0 - 292
2 20c 37 4% 10x 29 | 10 35 @ 1-0 28'- 293
180 f+ 28 208 36 Tx 9x 28 373 9 21 %3 0 1-1 9- 887
31 21a 36 9 10 #7 @ 1-0 26'- 566 2064
34 218 37 e 92 | SEE NOTE -- --
31 228 3T 4% 10"x 29 3.0 £ 30 #5 0 1-0 10" 334
40 238 37 ax 1k 300 F Il %5 @ 10 29'- 340
16 20¢ 36 P 9 SETAT 10°- 1197
19 20C 37 4x 8'x 27 320 g 12 #8 0 Il 29"~ 951 2822
22 208 37 92 | SEE NOTE - -
25 218 36 4x 9x 28 37.3 [ 3450 1-0 ir-8 317
200 ft 28 22¢ 37 axi2x 3| f 12 85 @ I'-0 30- 384
31 228 36 9 (KX -8 1626
34 238 O g 1390 1 30 1355 3142
43; :;: NOTEs SEE FOR DETAILS.
16 218 36
19 218 37 oxgx28| 373
22 22¢ 36
25 22¢ 37
220 + 28 238 36
31 238 37 ox 0% 29| 430
7] 258 37
268 36 AT
1 27A 37 4'x 11'x 30 48.9
22¢ —
22C 4'x 9'x 28 37.3
22 238 ? PIER CAP
] 248 3% ax10x 29| 430
240 + 28 228 7
31 268 7
34 264 7 T
31 288 36 4'x 11'x 30 48.9
40 28A 31 4'x 12" x 31" 55.1
6 248 36
) 248 37
22 258 36 ox 10°x 29| 430
25 258
260 ft 28 268
31 27A . I x 300
3 an ax 1'x 30 8.9
37 294 12 % 31
T 308 4'x 12'x 31 55.1
16 258
] 268 ox 0% 29| 430
z %8 SYMMETRICAL !
25 264 AT 24 sPa.@ 114(+) AR
280 ft 28 21A 31 4 I'x 30 8.9 ABoUT & PIER——| e e | % BARS
31 26a 31 L
34 304 37 ey e
37 324 3 4'x 12'x 31 55.1
40 32A 37
6 264 i\
o
19 27A . . 9 %
48. 3
o 378 4'x 11'x 30 8.9 3:
2 288 w/®
300 ft 28 294 T
31 308 |
34 324 12 % 31
4 1 1 N}
37 354 x 12°x 3 55. = J
40 35A 4e2—/ 4el

d2 BAR LAYOUT

FOOTING NOTES :

1. THESE FOOTINGS ARE DESIGNED AND DETAILED TO BE USED wiTH[RS40-17-04

2. PIER PILES (HP10x42) ARE TO BE DRIVEN TO THE DESIGN BEARING VALUE.

3. STEEL PILING USED AS POINT BEARING SHALL HAVE A MINIMUM DISTANCE
OF APPROXIMATELY 10 FEET FROM BOTTOM OF FOOTING TO TOP OF BEARING
ROCK. BATTER PILES IN EXTERIOR ROWS 1:4 IN THE DIRECTION SHOWN.
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