URBAN

STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL
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CONSTRUCTION

JOINT

NOTE REFERENCE

(® CONCRETE BASE - POURED IN PLACE OR

PRECASTED
UNDISTURBED SOIL

1 1 pire DIA.

SECTION A-A

(@© CONCRETE SHAPED INVERT

REINFORCEMENT:
1. WALLS

PIPE SIZE:

MAXIMUM ALLOWABLE PIPE DIAMETERS

- *4 BARS AT 15" BOTH WAYS.
2. DIAGONAL BARS AT ALL CIRCULAR OPENINGS.

SHOWN ARE FOR CAST-IN-PLACE
STRUCTURES. FOR PRECAST

STRUCTURES, THE MAXIMUM ALLOWABLE Hl
DIAMETER SHALL BE ONE (1) STANDARD

PIPE SIZE SMALLER THAN THOSE

18" MAX.
PIPE DIA.

30" MAX.
PIPE DIA.
« 4"TYP.
*4 BARS IN
CENTER OF
SLAB
A

4

SHOWN. ACTUAL PIPE SIZE SHALL BE AS 4"TYP.
SHOWN THE PLANS LOCATION B ==
FOR ADDITIONAL DETALS STATION
SEE SHEET 2. (CENTER OF INTAKE)
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URBAN STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL

— TYPE 'Q' CASTING
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