BENT BAR DETAILS
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CAP

'€ - & ABUT, BEARINGS 138-10 | 1514 | 16310 176'-4 188°-10 201°-4 a3-10 [ 2264 | 243-0
_, | BARJLENGTH]| SHAPE | NO. [SIZE[WEIGHT| NO. [SIZE [NEIGHT| NO. [SIZE|WEIGHT| NO. [S1ZEWEIGH SIZE WEIGHT| NO. [S1ZE|WEIGHT| NO. [SIZE|WE IGHT| NO. [SIZE (WEIGHT|
& (ol [57- 1569 1569 1569 10 (1985 1985 10 [ 1985 1 [2451 112451
% [02 [57- 1569 1569 1569 1985 10 [ 1985 10 (1985 10 (1985
o [603] 57 520 520 520 520 520 520
£ [6a4 VARIES 538 538 538 538 538 538
& [8b1[30°-3 8| 646 [ 8| 8 | 646 |8 | 646 | 8 | 646 | 8 | 8| 646 646
% [5c1 | 18°-2 36 682 |36 682 682 €82 136 682 682
& 52 VARIE: 16 289 |16 289 |20 361 506 |28 506 506
« 5c3EAR|E§| 36 516 | 36 516 516 516 [48 | €88 (48| 5 | 688
® TOTAL (LB.) 6329 6329 6401 6817 6817 378 8016 8016
TRUCTURAL_CONCRETE (CY) 4.9 44,9 44.9 449 449 44.9 [IX] 44,9
COLUMN
| copupey STRUCTURAL REINFORCING STEEL —
IN | \FiGuT | CONCRETE | di BAR 4el BAR 4e2 BAR ot
FEET cn —
LENGTH|WEIGHT| NO, |SIZE[LENGTH|WEIGHT| (LB.)
16 | 5'- 14, 13-4 107 (30| 4 [17-6 | 351
17| 6- 17, 10" 13-4 125 [35| 4 [17°-6 | 409
18| 1- 203 | [ 116 a4 [13-a| 143 (40| 4 [I7-6 | 468
19| 8- 230 |58 10| 12°-0 2995 |18 4 | 13-4 | 160 |45 4 | 176 | 526
20 | 9~ 25.7 |58 3'-0 3244 [20| 4 | 13-4 | 178 50| 4 |17-6 | 585
21 [ 10° 284 [S8 4'-0 (3494 (22| 4 | 13-4 | 196 (55| 4 | 116 | 643
22| - 3L | 2 a_[11-6 701
EIE 338 | 2 a[17-6| 760
24| 13- 365 | " a[1r-6| 88
125 14~ 319 | g a|ir-6| 877
126 | 15~ 406 | a[1T-6 935
21| 16" a3, a[1T-6| 994
28 [ 17~ 46. 4 [17-6 1052
29 | 18- 48, a[1r-6 | 1n
30 | 19 514 | a [17-6| 169
31 | 20"- 54, a_[17-6 [1227 |
132 21~ 56. 4 [17-6[1286 |
| 33 [ 22 59. a [17-6 1344
34| 23"- 622 | 4 [17-6[1403 |
135 24 4, a_[17-6 [1461
136 | 25'- 7. 4 [ 17-6 [1520
|37 26~ 0.4 a [17-6 1578
38| 27 30| a [17-6 1637
139 28 75. 4 [17-6 1695
[ 40 [ 29- 78. 4 [17-6 [1754

PIER NOTES:

SEE "TEE PIER NOTES" ON[H40-01-0d FOR NOTES REGARDING APPLICATION
OF THESE PIER STANDARDS.

MINIMUM CLEAR DISTANCE FROM FACE OF CONCRETE TO NEAR
REINFORCING BAR SHALL BE 2 INCHES UNLESS OTHERWISE NOTED
OR SHOWN.

ELIMINATE 2x8 BEVELED KEYWAY ON TOP OF CAP FOR EXPANSION
PIERS.

SEE SHEET [H40-23-04 FOR "U" DIMENSION.
(@sEE SHEET [H40-31-06] FOR STEP REINFORCING STEEL QUANTITIES AND DETAILS.
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