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Approach Brid Approach Abutment >~‘
Pavement Aburmg;t Pavement 300 @ #15 bars at
Reinforcing 300 mm centers 65 mm Clear
Place 2 layers of subgrade Bar Length of Transverse Rebars: 7.05 m (20 required)
paper or other appraved Length of Longitudinal Rebars: 5.85 m (24 required)
matertal to prevent bond.
MOVABLE ABUTMENT BRIDGE FIXED ABUTMENT BRIDGE TYPICAL HALF SECTION B
DETAIL ‘A’

‘T' Is same thickness as 1s required for remainder of project pavement.

@ If bridge is skewed, place additional #15 bar parallel to skewed face.

Bridge Approach, RK-18
Standard or Slip-Form PCC Pavement

Tabulation: 112-8

For joint detatls,
see_Standard Road Plans
R Rio1 and B2

Quantity for 6 meter long approach section for 7.2 meter
pavement is 43.2 square meters of "Bridge Approach.”

JOINT TYPE FOR
MOVABLE ABUTMENT BRIDGES

Concrete Beam Steel Girder
Joint Maximum Maximum

Bridge Length Bridge Length
CF-1 1125 m 76.2 m
CF-2 141.7 m 97.5 m
CF-3 1753 m 121.9 m

All dimensions given in millimeters unless noted.
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REVISION: Revise contract Ltem; allow EF Joint for thinner pavement; | REVISION NO.
add CF Jolnt table. 5
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