
REV. DATE BY

DATE: 01-01-98

FIGURE: 7040.4   

SHEET 1  OF 1 

8’’

2" MIN.EXISTING

SURFACE

ASPHALTIC

CONCRETE

SURFACE

ASPHALT RESURFACED

BRICK PAVEMENT

2" MIN.

SURFACE

EXISTING

SURFACE

CONCRETE

ASPHALTIC

ASPHALT RESURFACED

BITULITHIC PAVEMENT

4" MIN.

EXISTING SURFACE

PARKINGS AND OTHER

GRASSED OR SOIL AREAS

SURFACE

EXISTING

SAND

CUSHION

P.C. CONCRETE

BRICK PAVEMENT

REPLACE BRICKS

EXISTING

SURFACE

ASPHALT SURFACED

SURFACE TREATMENT

EMULSIFIED ASPHALT

SURFACE

EXISTING

ROCK, DIRT, OIL, OR

ASPHALT STABILIZED STREETS

RESTORE

SURFACE TO

ORIGINAL

CONDITION

OR BETTER

TOPSOIL

AGGREGATE BASE

6" MIN.

OVER

TRENCH

CRUSHED

ROCK

DISTURBED AREAS

P.C. CONCRETE

P.C. CONCRETE

SOD OR SEED

MIN. 6" MIN.

TYP.ASPHALTIC

ASPHALTIC 

CONCRETE SURFACE

STREET EXCAVATION AND

OTHER PAVEMENT RESTORATION

1"MIN.

1"MIN.

8"

MIN
1"MIN.

2"MIN.

MIN. 2" OVER

12"

12"

12"

12"

CONCRETE BASE

(4" MIN.)

1 01/25/01

SUDAS STANDARD SPECIFICATIONS




