NOTE: D = PIN DIAMETER.
DIMENSIONS ARE OUT TO OUT.

REVISED 03-2016 - CHANGED VERTICAL CLEARANCE OF REBAR “f2" TO TOP OF PIER FOOTING TO 3" (WAS 2").

REVISED 04-12 - EXCAVATION LIMIT WAS CHANGED TO 3’-0.
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d2 BAR LAYQ

(SEE SECTION A-A ON SHEET [H24-57-06)
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TYPICAL SECTION

4'-0 x 9'-0 x 25-0

FOOTING NOTES:

THESE SPREAD FOOTINGS ARE DESIGNED AND DETAILED TO BE USED WITH THE CAP
AND COLUMN DETAILS OF THE TEE PIERS AS SHOWN ON SHEET EZZ51-00.

THESE SPREAD FOOTINGS SHALL EXTEND AT LEAST 12 INCHES INTO SUITABLE
FOUNDATION ROCK AND THE LAST 12 INCHES OF ROCK EXCAVATION SHALL BE TO
NEAT LINES OF MASONRY. THE FOUNDATION ROCK SHALL HAVE A MINIMUM LRFD
NOMINAL BEARING RESISTANCE OF 30 KIPS PER SQUARE FOOT (ALLOWABLE
BEARING VALUE OF AT LEAST 10 KIPS PER SQUARE FOOT).
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