H = HEIGHT OF PIER

21-0 21-0
SYMMETRICAL ABOUT THIS
POINT THROUGH 180°
€ PIER CAP ROTATION EXCEPT STEP 5c4
& BRG. ELEVATIONS % o
| | | \ |
1 | e e e | U
i J[ ) e
\ L 4—1—‘ A =
T T T T T
2/-0 5t:lJ L5CZ —5c3 g0 L
AN
TYP. € PIER —>| Sc4 TYP.
2'-23(-) 5 BEAM SPACES @ 7/-61(-)= 37-6} R'-23(-)
42'-0
160'-0 TO 240-0 SPANS | 5¢3-9 SPA.e I'-0 = 9'-0
260'-0 TO 280’-0 SPANS| 5c3- 12 SPA.@ 9 = 9-0
300'-0 TO 340'-0 SPANS| 5c3 - 16 SPA.@ 63 = 9'-0
5c2 - | SPA.@ 1’-0 (160°-0 TO 200°-0 SPANS)
5c2 - 2 SPA.@ 6 (220'-0 TO 340'-0 SPANS)
NOTE:
SHIFT 5c! BARS TO CLEAR | Scl-5 sPAe 1-104) 68, 6 3
dl COLUMN BARS ALL SPANS. 113 504-4 SPA. @ 1-104) |
a
' a2 a3
L @ [ 2
| L 14 ¥
\ v
;«"; Scl—> ——=—5¢3
5c4 ~<—=<—5¢c2
\ - [
° ol 2 | = -t
» & 8ol Lap| | 636 1 8bl
. 6a7
e 3 3x10x15°-0 ! +—dI BARS
& 3.l BEVELED KEY | *é | @
E2 B a
z \ b 3|E
3 10-9 10'-0 | 25
8 [ % <o
" SYMMETRICAL ABOUT i i ot
3 ¢ PIER EXCEPT STEPS — I z ?la
g 4e2—'—; fiﬁtel ® §
i 403 TN = v
3x10x15'-0 ‘ "
° BEVELED KEY 42 BARS
+ [
-1 t7a L 1n t7a an LRt
? ] ] 1 " ]
= 1-6 SEE FOOTING DETAILS 1-6
TOP_OF PILES
FRONT ELEVATION
s 22 SPA.@ 9} = I7"-5
23 - dl & d2 BARS EA.FACE
w
R 5 EQUAL SPACES

€ PIER*J

4 - dl & d2 BARS

SYMMETRICAL ABOUT G PIER

A-A

A

NOTE:
ANCHOR BOLTS REQUIRED FOR FIXED
PIER BEARINGS ONLY. FOR BOLT AND 3-0
BEARING SIZES, SEE ES40-033-]
BS40-094-1d 0R B2 34| 25PA 7 2PA | 3}
e 5} e 5}
Low STEPW -
Lel
al —fF———= =%
a2—— 1 - - .1 Y4
<
a3
1wl
o0
6a4 +—%
o
T 4 o
o J
a5 +—r ©
5¢) ——>——> o
a6 —F i
2" L. =
LN B
6a7 37' Hem— M i
2 =
« 3-0 > 8 ———— ¥
i —— =
s 10 =
TYP. ! al

SECTION B-B

o
+--F+---
—

13— CONSTRUCTION
JOINT

w
N

T‘ﬁ“éi

——¢ PIER

— CONSTRUCTION
[ JOINT

I
I
-2 1

Tt

1'-6 SEE FOOTING 1'-6

DETAILS

END ELEVATION

QIOWAM Highway Division

STANDARD DESIGN - 40’ ROADWAY, 3 SPAN BRIDGES
ROLLED STEEL BEAM BRIDGES

JUNE, 2010

10-2016
LATEST REVISION DATE

e . e Ll

TEE PIER CAP &
COLUMN DETAILS

10° SKEW

APPROVED BY BRIDGE ENGINEER

RS40-126-10

REVISED 10-2016 - CHANGED BEVELED KEYWAY ON PIER COLUMN CAP AND FOOTING TO 3"x10"xI5-Q (WAS 2"x8"x|7’-0). KEYWAY LENGTH CHANGED TO BE 5’-0 LESS THAN WIDTH QF PIER COLUMN.




