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Adjustment Rings

Depth

48'' dia.

48'' min.

Eccentric Reducer

Standard Sewer Pipe

Joint Sealant (typ.)

Standard Sewer Pipe

SW-601  Casting

1

TYPICAL SECTION

Eccentric Increaser

8'' min.
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Barrier

Infiltration Precast Top

reducers/increasers with a standard tee or utilize a composite tee.

For sewer pipes less than 48 inches in diameter, install eccentric 

Precast Riser Section

Tee Section

Standard

Class 1  Bedding Material

1

1
1

STANDARD TEE

SW-305

REVISION

04-21-20

SHEET 1 of 2

REVISIONS:Added Class I Bedding Material and removed steps.
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Adjustment Rings

D1

SW-601  Casting

48'' dia.

58''

48''

2''

1 2

8'' min. Class 1  Bedding Material

Precast Top

SECTION B-B

SECTION A-A
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Station

Location 

(typ.)

Joint Sealant

Section 

Precast Riser 

Tee Section 

Composite

Joint (typ.)

Gasketed Pipe 

C
H

Tee Section 

Composite

D1

pipes 36'' and smaller).

Alternate to standard tee with eccentric reducer (for 

A

B

B

A

48'' on 36''

48'' on 33''

48'' on 30''

48'' on 27''

48'' on 24''

48'' on 21''

48'' on 18''

48'' on 15''

48'' on 12''

Size

36''

33''

30''

27''

24''

21''

18''

15''

12''

D1

54''

54''

48''

48''

48''

48''

50''

50''

50''

H

COMPOSITE TEE DIMENSIONS

6100 lbs.

6600 lbs.

5300 lbs.

5900 lbs.

5600 lbs.

5800 lbs.

5200 lbs.

5400 lbs.

5600 lbs.

WeightT

8
1
2''

7''

5
1
2''

9
1
2''

8''

9
1
2''

8''

9
1
2''

8''

T

29
1
2''

28''

26
1
2''

17
1
2''

16''

11
1
2''

10''

11
1
2''

10''

41
1
2''

43''

40''

40''

46''

"2
1

44

''2
1
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''2
1

38
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Bedding Material

8" min. Class I
12''

COMPOSITE TEE

SW-305

REVISION

4-21-20

SHEET 2 of 2

REVISIONS:Added Class I Bedding Material and removed steps.

                                                                      

2

SANITARY SEWER MANHOLE

TEE-SECTION

STANDARD PLANROADFIGURE 6010.305

SUDAS DIRECTOR DESIGN METHODS ENGINEER


	esw305
	esw305

