Bell, Tammi [DOT]

From: Bell, Tammi [DOT]

Sent: Thursday, October 29, 2009 10:28 AM

To: Bell, Tammi [DOT]

Subject: BIAS 2000 Notification and Revisions #2, 3 & 4

TO: County Engineers, City Representatives, and Consultants
tammi.bell@dot.iowa.gov

CC: District Local Systems Engineers, Service Bureau

and Office of Local Systems
FROM: Office of Local Systems
SUBJECT: BIAS 2000 Notification and Revisions# 2,3 & 4
DATE: October 29, 2009
The BIAS 2000 Notification and Revisions # 2, 3 & 4 to the October 20, 2009 Bid Item
Descriptions English and Metric Booklet are available and in effective immediately for

projects unless otherwise noted.

The following link is the BIAS Notification & Revision Update #2
http://www.iowadot.gov/local systems/mailing/2009/october/09 bias revision 2.pdf

The following link is the BIAS Notification & Revision Update #3
http://www.iowadot.gov/local systems/mailing/2009/october/09 bias revision 3.pdf

The following link is the BIAS Notification & Revision Update #4
http://www.iowadot.gov/local systems/mailing/2009/october/09 bias revision 4.pdf

Please do not hit the reply option in your e-mail note.

Thanks,

Rod Halverson

Design Tech. Specialist

Office Of Local Systems, IDOT

Work : 515-239-1147, Fax : 515-817-6563
E-Mail : rod.halverson@dot.iowa.gov

Note: Documents are in Adobe Acrobat's pdf format. If you do not have
the Adobe Acrobat Reader software, you can download it free of charge at
http://www.adobe.com/products/acrobat/readstep.html.




Mailings are available at the Local Systems Weekly Mailing web address

http://www.iowadot.gov/local systems/mailing/main mailing.htm




lowa Department of Transportation -- Office of Contracts
September 24, 2009

BIAS Notification and Revision #2
to the Bid ltem Descriptions English and Metric Booklet
dated October 20, 2009

++++++++H+
Please forward this note to others in your office/section that uses this information.

BIAS has been updated.
e New items are effective immediately unless otherwise noted.
e Items shown as omitted shall not be used on projects to be let after the
Sep 15, 2009 letting.
e Following is a summary of the updates to the bid item files.

L

ENGLISH ITEMS

The following items have been added to the valid bid item description listing:

Effect Dt Item Code Description Unit Spec
This bid item was added by a new Developmental Specifications.
2128-0000200 CONTRACTOR STOCKPILED SHOULDER MATERIAL TON DS
This bid item was added based on the needs of Designers for upcoming projects.
2301-1033130 STANDARD OR SLIP FORM PORTLAND CEMENT CONCRETE PAVEMENT, SY STD

CLASS C, CLASS 3 DURABILITY, 13 IN.
This bid item was added by a new Standard Road Plan.
2505-4021701 STEEL BEAM GUARDRAIL FLARED END TERMINAL EACH SS

The following items have been identified as no longer being valid bid items, and have
been omitted from the current version of BIAS:
Item Code Description Unit

This item is longer supported by Standard Road Plans.
2503-0500390 BRIDGE END DRAIN, RF-39 EACH

T e

METRIC 1TEMS

The following items have been added to the valid bid item description listing:

Effect Dt Item Code Description Unit Spec
This bid item was added by a new Developmental Specifications.
2128--000200 CONTRACTOR STOCKPILED SHOULDER MATERIAL MG DS
This bid 1tem was added based on the needs of Designers for upcoming projects.
2301--133330 STANDARD OR SLIP-FORM PORTLAND CEMENT CONCRETE PAVEMENT M2 STD

CLASS C, CLASS 3 DURABILITY 330 MM
This bid item was added by a new Standard Road Plan.
2505--100911 STEEL BEAM GUARDRAIL FLARED END TERMINAL EACH SS

The following items have been identified as no longer being valid bid items, and have
been omitted from the current version of BIAS:
Item Code Description Unit

This item is no longer supported by Standard Road Plans.
2503--500390 BRIDGE END DRAIN, RF-39 EACH
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| owa Departnment of Transportation -- Ofice of Contracts
Cct ober 27, 2009

BI AS Notification and Revision #3
to the Bid Item Descriptions English and Metric Bookl et
dat ed Cctober 20, 2009

++++++++H+
Please forward this note to others in your office/section that uses this information.

Bl AS has been updated.
e New items are effective immediately unless otherwise noted.
e Following is a summary of the updates to the bid item files.

L

ENGLI SH | TEMS

The following itenms have been added to the valid bid itemdescription |isting:
Effect Dt Item Code Description Unit Spec
These bid items are added by a revised SUPPLEMENTAL SPECIFICATIONS FOR REVISIONS TO
THE STANDARD SPECIFICATIONS FOR HIGHWAY AND BRIDGE CONSTRUCTION, SERIES 2009.
FYl — the SS has not yet been issued.

2416-1262018 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 18 IN. DIA. LF STD
2416-1262021 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 21 IN. DIA. LF STD
2416-1262024 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 24 IN. DIA. LF STD
2416-1262027 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 27 IN. DIA. LF STD
2416-1262030 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 30 IN. DIA. LF STD
2416-1262036 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 36 IN. DIA. LF STD
2416-1262042 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 42 IN. DIA. LF STD
2416-1262048 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 48 IN. DIA. LF STD
2416-1262054 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 54 IN. DIA. LF STD
2416-1262060 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 60 IN. DIA. LF STD
2416-1262066 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 66 IN. DIA. LF STD
2416-1262072 CULVERT, CONCRETE PIPE, 2000D, TRENCHLESS, 72 IN. DIA. LF STD
2416-1263018 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 18 IN. DIA. LF STD
2416-1263021 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 21 IN. DIA. LF STD
2416-1263024 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 24 IN. DIA. LF STD
2416-1263027 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 27 IN. DIA. LF STD
2416-1263030 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 30 IN. DIA. LF STD
2416-1263036 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 36 IN. DIA. LF STD
2416-1263042 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 42 IN. DIA. LF STD
2416-1263048 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 48 IN. DIA. LF STD
2416-1263054 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 54 IN. DIA. LF STD
2416-1263060 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 60 IN. DIA. LF STD
2416-1263066 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 66 IN. DIA. LF STD
2416-1263072 CULVERT, CONCRETE PIPE, 3000D, TRENCHLESS, 72 IN. DIA. LF STD
2416-1264018 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 18 IN. DIA. LF STD
2416-1264021 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 21 IN. DIA. LF STD
2416-1264024 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 24 IN. DIA. LF STD
2416-1264027 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 27 IN. DIA. LF STD
2416-1264030 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 30 IN. DIA. LF STD
2416-1264036 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 36 IN. DIA. LF STD
2416-1264042 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 42 IN. DIA. LF STD
2416-1264048 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 48 IN. DIA. LF STD
2416-1264054 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 54 IN. DIA. LF STD
2416-1264060 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 60 IN. DIA. LF STD
2416-1264066 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 66 IN. DIA. LF STD
2416-1264072 CULVERT, CONCRETE PIPE, 3750D, TRENCHLESS, 72 IN. DIA. LF STD
These bid items for HDPE pipe were added to the respective bid item series.
2503-0111012 STORM SEWER GRAVITY MAIN, TRENCHED, HIGH DENSITY LF STD
POLYETHYLENE PIPE (HDPE), 12 IN.
2503-0111015 STORM SEWER GRAVITY MAIN, TRENCHED, HIGH DENSITY LF STD

POLYETHYLENE PIPE (HDPE), 15 IN.
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2503-0111018

2503-0111021

2503-0111024

2503-0111027

2503-0111030

2503-0111033

2503-0111036

2503-0111042

2503-0111048

2503-0111054

2503-0111060

2503-0121012

2503-0121015

2503-0121018

2503-0121021

2503-0121024

2503-0121027

2503-0121030

2503-0121033

2503-0121036

2503-0121042

2503-0121048

2503-0121054

2503-0121060

2503-0131012

2503-0131015

2503-0131018

2503-0131021

2503-0131024

2503-0131027

2503-0131030

2503-0131033

2503-0131036

2503-0131042

STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 18 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 21 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 24 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 27 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 30 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 33 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 36 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 42 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 48 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 54 IN.
STORM SEWER GRAVITY MAIN, TRENCHED,
POLYETHYLENE PIPE (HDPE), 60 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 12 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 15 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 18 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 21 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 24 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 27 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 30 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 33 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 36 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 42 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 48 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 54 IN.
STORM SEWER GRAVITY MAIN, TRENCHLESS,
POLYETHYLENE PIPE (HDPE), 60 IN.
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 12
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 15
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 18
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 21
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 24
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 27
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 30
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 33
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 36
STORM SEWER GRAVITY MAIN WITH CASING
DENSITY POLYETHYLENE PIPE (HDPE), 42
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2503-0131048 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHED, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 48 IN.

2503-0131054 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHED, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 54 IN.

2503-0131060 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHED, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 60 IN.

2503-0141012 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 12 IN.

2503-0141015 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 15 IN.

2503-0141018 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 18 IN.

2503-0141021 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 21 IN.

2503-0141024 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 24 IN.

2503-0141027 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 27 IN.

2503-0141030 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 30 IN.

2503-0141033 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 33 IN.

2503-0141036 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 36 IN.

2503-0141042 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 42 IN.

2503-0141048 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 48 IN.

2503-0141054 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 54 IN.

2503-0141060 STORM SEWER GRAVITY MAIN WITH CASING PIPE, TRENCHLESS, HIGH LF STD
DENSITY POLYETHYLENE PIPE (HDPE), 60 IN.

This bid item was added to the bid item series.
2554-0211002 FLUSHING DEVICE (BLOWOFF), 2 IN. EACH STD

L e

VETRI C | TEMS

The following itenms have been added to the valid bid itemdescription |isting:

Item Code Description Unit Spec
These bid items are added by a revised SUPPLEMENTAL SPECIFICATIONS FOR REVISIONS
THE STANDARD SPECIFICATIONS FOR HIGHWAY AND BRIDGE CONSTRUCTION, SERIES 2009.

Effect Dt

TO

FYl — the SS has not yet been issued.
2416--124018 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 450 MM DIA. M STD
2416--124021 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 525 MM DIA. M STD
2416--124024 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 600 MM DIA. M STD
2416--124027 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 675 MM DIA. M STD
2416--124030 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 750 MM DIA. M STD
2416--124036 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 900 MM DIA. M STD
2416--124042 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 1050 MM DIA. M STD
2416--124048 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 1200 MM DIA. M STD
2416--124054 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 1350 MM DIA. M STD
2416--124060 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 1500 MM DIA. M STD
2416--124066 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 1650 MM DIA. M STD
2416--124072 CULVERT, CONCRETE PIPE, 100D, TRENCHLESS, 1800 MM DIA. M STD
2416--125018 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 450 MM DIA. M STD
2416--125021 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 525 MM DIA. M STD
2416--125024 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 600 MM DIA. M STD
2416--125027 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 675 MM DIA. M STD
2416--125030 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 750 MM DIA. M STD
2416--125036 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 900 MM DIA. M STD
2416--125042 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 1050 MM DIA. M STD
2416--125048 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 1200 MM DIA. M STD
2416--125054 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 1350 MM DIA. M STD
2416--125060 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 1500 MM DIA. M STD
2416--125066 CULVERT, CONCRETE PIPE, 150D, TRENCHLESS, 1650 MM DIA. M STD
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2416--125072
2416--126018
2416--126021
2416--126024
2416--126027
2416--126030
2416--126036
2416--126042
2416--126048
2416--126054
2416--126060
2416--126066
2416--126072

These bid
2503--111012

2503--111015

2503--111018

2503--111021

2503--111024

2503--111027

2503--111030

2503--111033

2503--111036

2503--111042

2503--111048

2503--111054

2503--111060

2503--121012

2503--121015

2503--121018

2503--121021

2503--121024

2503--121027

2503--121030

2503--121033

2503--121036

2503--121042

2503--121048

2503--121054

2503--121060

2503--131012

CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,
CULVERT,

CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE
CONCRETE

items for HDPE pipe
STORM SEWER GRAVITY MAIN, TRENCHED,

POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN,
POLYETHYLENE PIPE (HDPE),
STORM SEWER GRAVITY MAIN, TRENCHLESS,

PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,
PIPE,

were added to the respective bid item series.

150D,
175D,
175D,
175D,
175D,
175D,
175D,
175D,
175D,
175D,
175D,
175D,
175D,

TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,
TRENCHLESS,

1800 MM DIA.
450 MM DIA.
525 MM DIA.
600 MM DIA.
675 MM DIA.
750 MM DIA.
900 MM DIA.
1050 MM DIA.
1200 MM DIA.
1350 MM DIA.
1500 MM DIA.
1650 MM DIA.
1800 MM DIA.

300 MM
TRENCHED,
375 MM
TRENCHED,
450 MM
TRENCHED,
525 MM
TRENCHED,
600 MM
TRENCHED,
675 MM
TRENCHED,
750 MM
TRENCHED,
825 MM
TRENCHED,
900 MM
TRENCHED,
1050 MM
TRENCHED,
1200 MM
TRENCHED,
1350 MM
TRENCHED,
1500 MM
TRENCHLESS
300 MM
TRENCHLESS
375 MM
TRENCHLESS
450 MM
TRENCHLESS
525 MM
TRENCHLESS
600 MM
TRENCHLESS
675 MM
TRENCHLESS
750 MM
TRENCHLESS
825 MM
TRENCHLESS
900 MM
TRENCHLESS
1050 MM
TRENCHLESS
1200 MM
TRENCHLESS
1350 MM

POLYETHYLENE PIPE (HDPE), 1500 MM

STORM SEWER GRAVITY MAIN WITH CASING PIPE,

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

HIGH

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

, HIGH DENSITY

DENSITY POLYETHYLENE PIPE (HDPE),300 MM
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HIGH DENSITY

TRENCHED, HIGH

=TEEEEEEEEEEEE

STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD
STD

STD



2503--131015

2503--131018

2503--131021

2503--131024

2503--131027

2503--131030

2503--131033

2503--131036

2503--131042

2503--131048

2503--131054

2503--131060

2503--141012

2503--141015

2503--141018

2503--141021

2503--141024

2503--141027

2503--141030

2503--141033

2503--141036

2503--141042

2503--141048

2503--141054

2503--141060

STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),375 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),450 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),525 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),600 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),675 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),750 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),825 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),900 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),1050 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),1200 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),1350 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE),1500 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 300 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 375 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 450 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 525 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 600 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 675 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 750 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 825 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 900 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 1050 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 1200 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 1350 MM
STORM SEWER GRAVITY MAIN WITH CASING PIPE,
DENSITY POLYETHYLENE PIPE (HDPE), 1500 MM

This bid i1tem was added to the bid item series.

2554--211002

FLUSHING DEVICE (BLOWOFF), 50 MM
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TRENCHED, HIGH

TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHED, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH
TRENCHLESS, HIGH

TRENCHLESS, HIGH

M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
M STD
EACH STD
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| owa Departnment of Transportation -- Ofice of Contracts
Cct ober 28, 2009

BI AS Notification and Revision #4
to the Bid Item Descriptions English and Metric Bookl et
dat ed Cctober 20, 2009

++++++++H+
Please forward this note to others in your office/section that uses this information.

Bl AS has been updated.

e New items that are in the new spec book.
e Items shown as omitted where eliminated from the new spec book.
e Following is a summary of the updates to the bid item files.

L

ENGLI SH | TEMS

The following itenms have been added to the valid bid itemdescription |isting:

Effect Dt Item Code Description Unit Spec
2435-0700010 CONNECTION TO EXISTING MANHOLE EACH STD
2435-0700020 CONNECTION TO EXISTING INTAKE EACH STD

The following itenms have been identified as no | onger being valid bid itens, and have
been omtted fromthe current version of BIAS

Item Code Description Unit

2318-1001200 ASPHALT REJUVENATING AGENT GAL
Replaced by the new items above.

2435-0700000 CONNECTION TO EXISTING SANITARY SEWER MANHOLE EACH

L o S

VETRI C | TEMS

The following itenms have been added to the valid bid itemdescription |isting:

Effect Dt Item Code Description Unit Spec
2435--700010 CONNECTION TO EXISTING MANHOLE EACH STD
2435--700020 CONNECTION TO EXISTING INTAKE EACH STD

The following itens have been identified as no | onger being valid bid itens, and have
been onitted fromthe current version of BIAS

Item Code Description Unit

2318--200000 ASPHALT REJUVENATING AGENT L
Replaced by the new items above.

2435--700000 CONNECTION TO EXISTING SANITARY SEWER MANHOLE EACH

o a2 L B B e E a2
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