Attachment A to I.M. 3.213
July 18, 2013

BRIDGE BARRIER RAIL RATING SYSTEM
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3]
Name: ______________________________________	Date: _________________________________

Bridge ID: ____________________________________	County / City:  __________________________

FHWA No.: __________________________________	ADT: _________________________________

Main Span Materials & Design (Item 43): __________________________________________________

Location: ___________________________________________________________________________

An upgrade to the bridge barrier rails is not required when the “Total Points” are under 25.  The following is a list of the required upgrade to the bridge barrier rails relative to the “Total Points”:

25 - 50 Points - delineation according to Iowa DOT Standard Road Plans
51 - 75 Points - block out with Thrie-Beam to curb edge
> 75 Points - retrofit	
		POINTS
	POINTS	GIVEN
1. Crashes (in the past 5 years):
A. None	0
B. 1 Property Damage Only (PDO)	5
C. 1 Personal Injury (PI)	10
D. 1 Fatality (F), 2 PDO, or 1 PI and 1 PDO 	15
E. > 2 F, > 2 PI, or > 3 PDO	20	______

2. ADT (current year):
A. <200	0
B. 200-299	5
C. 300-399	10
D. 400-750	15
E. >750	20	______

3. Bridge width (curb-to-curb) (feet):
A. > 30	0
B. 28	5
C. 24	10
D. 22	15
E. < 20	20	______

4.  Bridge Length (feet):
A.   <50	0
B.   50-99	5
C. 100-149	10
D. 150-200	15
E. > 200	20	______

5. 	Type:
A.	Aluminum Rail (1967 Standard)	0
B. 	Steel Box Rail (1964 Standard)	5	
C. Formed Steel Beam Rail (1951 or 1957 Standards)	10
D. Steel Rail (1941 Standard) or Concrete Rail (1928 Standard)	15
E. Angle Handrail (1928 Standard)	20	______

	Total Points =	______
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