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SIDEWALK REPLACEMENT PLANS AND DETAILS

Jerry L. Burnes

30 June 2016 18 Sep 2015
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PERIMETER AND DRILL INTO
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LINE
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 AREA
EXISTING SIDEWALK. THIS
FOUNDATION ABOVE
CONC. AREA AT
PATCH & REPAIR SPALLED

SEE NOTE #7

PARKING (EACH SIDE)

MINIMUM OF 24" WIDE X FULL LENGTH OF THE EXISTING RAMP/SIDEWALK TO TRUCK

7. CONTRACTOR SHALL FILL, FERTILIZE, AND RE-SEED ALL DISTURBED AREAS AND A

LINES AT LEAST 3 DAY PRIOR TO DIGGING. (IOWAONECALL.COM)

6. CONTRACTOR SHALL CONTACT IOWA ONECALL 800.292.8989 TO LOCATE UTILITY

CONDUITS, ETC. AND NOTIFY IOWA DOT PROJECT MANAGER BEFORE PROCEEDING.

5.LOCATE AND PROTECT EXISTING ELECTRICAL CONDUITS, ETC. REPAIR ANY CUTS TO

DAMAGES AT CONTRACTOR'S EXPENSE.

4. PROTECT EXISTING BUILDINGS & EQUIPMENT FROM DAMAGE. REPAIR/REPLACE ANY

PLACEMENT OF NEW FILL INDICATED.

3. EXCAVATE TO DEPTHS INDICATED AND COMPACT TO 95% PROCTOR DENSITY PRIOR TO

NEW, REMOVE DEMOLISHED ITEMS FROM SITE DISPOSE OFF SITE

2. CONTRACTOR SHALL REMOVE EXISTING CONCRETE AS NECESSARY FOR PLACEMENT OF

1. CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO BIDDING
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