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June 28, 2016  
ADDENDUM NO. 1 

 to the 
Iowa Department of Transportation 

Proposal No. 16817 
For   

Warehouse Gates and Fence Replacement & Install at Ames Complex 
Letting Date: July 13, 2016 

 
Notice to Bidders: 
This Addendum is issued to incorporate the following additions, deletions, corrections, and/or 
clarifications to the terms or specifications and shall hereby be considered a part of the final contract 
documents. This Addendum shall supersede, modify and/or change all statements to the contrary in 
the bid proposal and shall take precedence over previous terms or specifications.  
 
REMOVE AND REPLACE: 
Drawing, schedule of prices and specifications have been revised.  Remove original and replace with 
addendum #1 information. 
 
 Replace sheet A-1 with sheet A-1R revision date 6/24/16 
 Replace specification section 32.3113 with revised specification section 32.3113 revision date 

6/27/16 
 Remove Schedule of Prices and replace with Revised Schedule of Prices 

 
CLARIFICATION:   
This is not a highway project and highway standard specifications do not apply on this project.   

Specifications are for schedule 40 pipe.  

No permits will be required. 

Inspections to be coordinated with project manager(s). 

Work to be performed in sections beginning at far north point on west side (Oak Street), then continue 
down west side along Oak Street, then the south side along 4th street.   

There are two 6’ posts on the side along 4th street that will need taken out where a gate had been 
previously. 

Concrete and/or Asphalt Patching will not be included in this bid outside extracting posts and filling in 
of new replacement posts. 

Contractor will be responsible to remove existing signs on current gates and move signs to 
replacement gates. 

 
ADDITIONS:  
Add additional 202’ of fencing and two 15’ gates on north side along Oak Avenue.   
Bidders Request for Alternatives or Exceptions included in addendum. 
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Purchasing Section P: 515-239-1310 F: 515-239-1538 
800 Lincoln Way, Ames, Iowa 50010              DOT.purchasing@dot.iowa.gov 

 

 
 
 
 
 
All Bidders must sign and return this Addendum for the bid opportunity referenced above. Failure to 
do so may subject the Bidder to disqualification. If a bid response has already been submitted, this 
Addendum shall be signed and emailed or faxed to the Purchasing Section prior to the scheduled 
Letting Date. 
 
 
 
 
_________________________________ _________________________________ 
Company Name (please print) Date 
 
 
 
 
_________________________________ 
Signature 
 
 
Sincerely, 
 

 
 
Rhonda Ruark Purchasing Agent 3 
Phone No. 515-239-1285 
rhonda.ruark@dot.iowa.gov 
 

mailto:DOT.purchasing@dot.iowa.gov
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Iowa Department of Transportation 
Revised Schedule of Prices  

Addendum #1 
RFB# 16817 

 
Warehouse Fence and Gate Removal & Installation of new at Ames Complex 

Letting Date: July 13, 2016, 1:00 P.M. 
       
 
 
Item 
No. 

 
 

Description 

  
Quanti

ty 

  
Unit/Price 

  
  Unit Cost 

  
Extended Bid 

Amount 

 
1. 

 
All labor, materials and 
equipment necessary for 
the removal & disposal of 
existing fence and posts; 
installation of approx. 1850’ 
of new posts and fencing as 
per revised plans & 
specifications. 
 
Successful contractor will 
be responsible for final 
measurements prior to 
ordering materials. 
   

 
 
 
 
 
 
 

1 Job 

 
 
 
 
 
 
 

Lump/Sum 
 
 

 
 
 
 
 
 
 
 $___________ 

 
 
 
 
 
 
 

$_____________ 

 
2. 

 
20’ Cantilever Slide Gate 
 
Two (2) 20’ rolling gates per 
opening. 
 
For two entries along east 
side of warehouse. 

 
4 

 
Each 

 
$___________ 

 
$_____________ 

 
3. 

 
30’ Cantilever Slide Gate 
 
For entry into grounds shop 
on east side of warehouse. 

 
1 

 
Each 

 
$___________ 

 
$_____________ 

 
4. 

 
4’ Swing Single Passage 
Gate 
 
For entry between Grounds 
shop and Receiving 
section. 

 
1 

 
Each 

 
$___________ 

 
$_____________ 

 
5. 

 
40’ Aluminum Rolling Gate 
 
Ty Metal or approved 
equal. Entry gate off 4th 
street & north side of 
warehouse. 

 
2 

 
Each 

 
$___________ 

 
$_____________ 



  

 
6. 

 
16’ Cantilever Swing Gate 
 
Entrance on west side of 
warehouse along Oak 
street. 

 
1 

 
Each 

 
$___________ 

 
$_____________ 

 
7. 

 
15’ Swing Gate 
 
Two (2) 15’ swinging gates 
to close 30’ opening. 
 
North and south gate 
entrances on west side of 
complex along Oak street. 

 
4 

 
Each 

 
$___________ 

 
$_____________ 

 
I hereby certify that this proposal meets or exceeds the minimum requirements including specifications 
and addendums.  
 
 

 Authorized 
 Signature  
 
 

 ____________________________________________ 
Contact Person: 
 
 
 
____________________________________ Company____________________________________ 
(Print Name) 
 
 

Address_____________________________________ 
 
 

  
 ____________________________________________ 
 (City) (State) (Zip Code) 
 
 
Contractors 
Registration No.:________________________ Phone No: ____________________________________ 
 
 
 
 
Email: ________________________________________________________________________ 
 
 
I acknowledge receipt of addendum nos.: __________________________________________ 



BG-5509 / Standard Material Specifications 32 3113 CHAIN LINK FENCES AND GATES (REVISED
6-27-2016)

SECTION 32 3113
CHAIN LINK FENCES AND GATES (REVISED 6-27-2016)

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Fence framework, fabric, and accessories.
B. Excavation for post bases; concrete foundation for posts.
C. Manual gates and related hardware.

1.02 REFERENCE STANDARDS
A. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron and

Steel Products; 2015.
B. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel

Hardware; 2009.
C. ASTM A392 - Standard Specification for Zinc-Coated Steel Chain-Link Fence Fabric; 2011a.
D. ASTM C94/C94M - Standard Specification for Ready-Mixed Concrete; 2015.
E. ASTM F567 - Standard Practice for Installation of Chain-Link Fence; 2011.
F. ASTM F668 - Standard Specification for Polyvinyl Chloride (PVC) and Other Organic

Polymer-Coated Steel Chain-Link Fence Fabric; 2011.
G. ASTM F1083 - Standard Specification for Pipe, Steel, Hot-Dipped Zinc-Coated (Galvanized)

Welded, for Fence Structures; 2013.
H. ASTM F1665 - Standard Specification for Poly(Vinyl Chloride)(PVC) and Other Conforming

Organic Polymer-Coated Steel Barbed Wire Used with Chain-Link Fence; 2008 (Reapproved
2013).

I. CLFMI CLF 2445 - Product Manual; Chain Link Fence Manufacturers Institute; 1997.
1.03 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data on fabric, posts, accessories, fittings and hardware.
C. Shop Drawings:  Indicate plan layout, spacing of components, post foundation dimensions,

hardware anchorage, and schedule of components.
1.04 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this
section, with not less than three years of documented experience.

PART 2  PRODUCTS
2.01 MATERIALS

A. Posts, Rails, and Frames:  ASTM F1083 Schedule 40 hot-dipped galvanized steel pipe, welded
construction, minimum yield strength of 30 ksi.

B. Wire Fabric:  ASTM A392 zinc coated steel chain link fabric.
C. Concrete:  Ready-mixed, complying with ASTM C94/C94M; normal Portland cement; 2,500 psi

strength at 28 days, 3 inch slump; 1/2" max inch nominal size aggregate.
2.02 COMPONENTS (SWING GATE)

A. Line Posts:  1.9 inch diameter.
B. Corner and Terminal Posts:  2.38 inch.
C. Swing Gate Posts:  6 inch diameter.
D. Cantilevered Rolling Gate Posts:  8 5/8" inch diameter
E. Gate Frame:  1.66 inch diameter for welded fabrication.



BG-5509 / Standard Material Specifications 32 3113CHAIN LINK FENCES AND GATES (REVISED
6-27-2016)

F. Fabric:  2 inch diamond mesh interwoven wire, 8 gage thick, top selvage knuckle end closed,
bottom selvage twisted tight.

G. Tension Wire:  8 gage thick steel, single strand.
H. Tie Wire:  Aluminum alloy steel wire.

2.03 ACCESSORIES
A. Caps:  Cast steel galvanized; sized to post diameter, set screw retainer.
B. Fittings:  Sleeves, bands, clips, rail ends, tension bars, fasteners and fittings; steel.
C. Extension Arms:  Cast steel galvanized, to accommodate 3 strands of barbed wire, single arm,

vertical.
D. Hardware for Single Swinging Gates:  180 degree hinges, 2 for gates up to 60 inches high, 3 for

taller gates; fork latch with gravity drop and padlock hasp; keeper to hold gate in fully open
position.

E. Hardware for Double Swinging Gates:  180 degree hinges, 2 for gates up to 60 inches high, 3
for taller gates; drop bolt on inactive leaf engaging socket stop set in concrete, active leaf
latched to inactive leaf preventing raising of drop bolt, padlock hasp; keepers to hold gate in fully
open position.

2.04 CANTILEVER ROLLING GATE
A. Gate Frame- 6063-T6 aluminum alloy extrusions

 al
1. 3"x5" minimum alumunum structural channel tube extrusion with keyed interlock to track

member.
B. Verticle Members (Chain Link):

1. 2"x2"  minimum vertical members at end so of gate frame with "P" shaped in cross section
with 2"x2" minimum members separating each bay and spaced less than height of gate.

C. Gate Track
1. Extruded 6005A-T64 ir 6105-T5aluminum alloy keyed track located on one side of primary

to be welded along top and side of track at 9" centers with 2" minimum welds.
2. Welds on gate fram shall conform AWS D1.2 Structural Weld Code.

D. Gate Mounting
1. Gate frame supported from track from two swivel type, self-alinging 4-wheeled, sealed

lubricant, ball-bearing truck assemblies.
2. Support post bottom to have bracket equipped with a pair of 3" guide wheels.  Provide

wheel cover protectors at bottom guides to comply with UL325.
3. Provide gap protectors complying wiht ASTM F 2200-05

E. Diagonal Bracing
1. Diagonal "X" bracing of 3/16" or 1/4" diameter galvanized steel cableinstalled throughout

gate frame.
F. Chain link:  To match chain link fabric and finish specified for fencing.

1. Attach chain link fabric at each end of gate frame with standard tesnsion bars tied to each
2"x2" vertical member with standard ties.

2.05 FINISHES
A. Aluminum Cantilevered Gate:  mIll finish aluminum with polyester poweder coated to match

fencing.
B. Components and Fabric:  Vinyl coated over coating of 1.8 oz/sq ft galvanizing.
C. Hardware:  Hot-dip galvanized to weight required by ASTM A153/A153M.
D. Accessories:  Same finish as fabric.
E. Color(s):  Black.



BG-5509 / Standard Material Specifications 32 3113CHAIN LINK FENCES AND GATES (REVISED
6-27-2016)

PART 3  EXECUTION
3.01 INSTALLATION (SWING GATE)

A. Install framework, fabric, accessories and gates in accordance with ASTM F567.
B. Place fabric on outside of posts and rails.
C. Set intermediate posts plumb, in concrete footings with top of footing 2 inches above finish

grade.  Slope top of concrete for water runoff.
D. Line Post Footing Depth Below Finish Grade:  ASTM F567.
E. Corner, Gate and Terminal Post Footing Depth Below Finish Grade:  ASTM F567.
F. Brace each gate and corner post to adjacent line post with horizontal center brace rail and

diagonal truss rods.  Install brace rail one bay from end and gate posts.
G. Provide top rail through line post tops and splice with 6 inch long rail sleeves.
H. Install center brace rail on corner gate leaves.
I. Do not stretch fabric until concrete foundation has cured 28 days.
J. Stretch fabric between terminal posts or at intervals of 100 feet maximum, whichever is less.
K. Position bottom of fabric 2 inches above finished grade.
L. Fasten fabric to top rail, line posts, braces, and bottom tension wire with tie wire at maximum 15

inches on centers.
M. Attach fabric to end, corner, and gate posts with tension bars and tension bar clips.
N. Install bottom tension wire stretched taut between terminal posts.
O. Do not attach the hinged side of gate to building wall; provide gate posts.
P. Provide concrete center drop to footing depth and drop rod retainers at center of double gate

openings.
3.02 INSTALLATION (CANTILEVERED SLIDE GATE

A. Install slide gate in accordance with manufacturer's instructions.
B. Gate installation shall conform to ASTM F 1184 standards for aluminum cantilever slide gates.
C. Adjust gate to manufacturer's requirements to insure it operates properly.

3.03 TOLERANCES
A. Maximum Variation From Plumb:  1/4 inch.
B. Maximum Offset From True Position:  1 inch.
C. Components shall not infringe adjacent property lines.

END OF SECTION



Forms/bidders request for exceptions or equals form 

 
Bidders Request for Alternatives or Exceptions (BRAE)     

 
Letting Date: __July 13, 2016____________ 

 

Proposal No.:  16817                                          BRAE form due on or before: 1:00 Thurs. July 7, 2016 

   

Item:               Spec. No.:______________________________  

Request:    

  

Bidder Proposes to furnish in lieu of above:    

  

  

  

NOTE: The determination of acceptance of this BRAE request is only valid for the bid for which it was submitted. 
BRAE approvals received for this bid do not determine or set a precedent for what is acceptable in any other bid 
posted by the State of Iowa. 
 
 Email to: 
  Submitted By    
 
 Iowa Department of Transportation Company   
 Purchasing Section  
 Attention:  __Rhonda Ruark_______  
 Email: __rhonda.ruark@dot.iowa.gov 
   Address  
  
     
    City State Zip 
    Phone No.   
 
    Fax No.   
 
===================================================================================== 
 

DOT USE ONLY 
 
Approved           Disapproved ________ 
 
Reason    

  

  

 

Signature:    Date:    

mailto:__rhonda.ruark@dot.iowa.gov
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