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KEYED NOTE REFERENCE

RECLAIM WASTE WATER PIPING

EXISITING SANITARY SEWER PIPING

EXISTING WATER PIPING

EXISTING TELEPHONE (UNDERGROUND)

EXISTING ELECTRIC (UNDERGROUND)

EXISTING GAS PIPING
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BRING BUILDING
EXISTING

WALL
RETAINING
CONCRETE
EXISTING
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PANEL
EXISTING ELEC.

SITE PLAN
SCALE:                                      1/16" = 1'-0"

SUMP PUMP

4

PIPING.
REMOVE EXISTING URINAL, SCREEN, AND CAP WATER1. 

SP-1
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S
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SLOPE

1.4

GRAVEL CONCRETE (EXIST TO REMAIN)

BY OTHERS
ADDITION

WATER
RECLAIM 

EXIST'G. ELECTRIC

IN EXISTING ELEC. PANEL, SEE KEYED NOTE
NEW CIRCUITS FOR NEW DUPLEX PUMPS 

AND CAP.
REMOVE EXISTING INACTIVE PIPING SECTION2.

FOR NEW CONNECTION TO NEW SUMP/PIT P-I.
SEPARATOR TO SANITARY SEWER TO ALLOW
DISCONNECT 4" OUTLET PIPING FROM OIL/WATER1. 

3

BUILDING ADDITION.
2" RW PIPING CONNECTION AT RECLAIM WATER 1. 

STARTING EXCAVATION  -  AT 811  OR 1-800-292-8989
CONTRACTOR SHALL CONTACT IOWA ONE CALL BEFORE 1.

 

 

POINT OF CONNECTION, NEW WORK TO EXISTING

1.5

(INTERCEPTOR)  TO REMAIN
EXISTING OIL/ WATER  SEPARATOR

1.6

P-1 / PIT, SEE KEYED NOTES,   &  DTL. 'A'   .
NEW RECLAIM WATER DUPLEX SUMP PUMP  

RECLAIM WATER  BUILDING ADDITION
SEPARATOR'S NEW SUMP PUMP P-1 TO 
MAINTENANCE GARAGE OIL/WATER 
MINIMUM 5'-0" BELOW GRADE ) FROM 
NEW  2" SCHL. 80 PVC  RW  PIPE  ( AT 

EXIST'G. GAS LINE

EXIST'G. WATER LINE

EXIST'G. SANITARY SEWER

EXIST'G. WATER LINE

GAS
EXIST'G. 

CURB AND GUTTER
EXIST'G.  CONCRETE 

CURB AND GUTTER
EXIST'G. CONCRETE 

EXIST'G. GAS

EXIST'G. ELECTRIC

EXIST'G. ELECTRIC

EXIST'G. TBCE

CURB AND GUTTER
EXIST'G.  CONCRETE 

OIL INTERCEPTOR
EXIST'G. USED 

BOX
ELEC. 
EXIST'G. 

GRAVEL

(M
IN
)

6
0
'' 

D
E

P
T

H
 

RECLAIM WATER SUMP PUMP PIPING DETAIL
NOT TO SCALE        SCALE:                              

PLANN
O

R
T

H
AS RECOMENDED BY MANUFACTURER.
PROVIDE BEDDING AND BACK FILL FOR MANHOLE 

SECTION

A

SECTION 22 3000).
RAIL SYSTEM (SEE SPECIFICATIONS
DUPLEX PUMPS MOUNTED ON LIFT 

4'' FROM EXISTING INTERCEPTOR

REINFORCEMENT MESH.
SQUARE BY 6'' CONCRETE PAD, WITH 
SOLID COVER FOR PUMP P1 SET IN 72'' 
NEENAH R-1792-KL MANHOLE FRAME AND 

GRADE

AT EXISTING BRINE BUILDING
TO RECLAIM WATER ADDITION

CHECK VALVES
NON-SLAM

4'' PIPE FROM EXISTING INTERCEPTOR

CAST IRON INLET HUB

REINFORCEMENT MESH
BY 6'' CONCRETE PAD, WITH 
FOR PUMP P-1 SET IN 72'' SQUARE 
MANHOLE RING AND SOLID COVER 

4 LOCATIONS.
W/ SEALANT TYP.
SAW CUT JOINT

2 UNDERGROUND CONDUITS FROM SUMP PUMPS TO CONTROL PANEL. 6.

CONNECT NEW CONTROL PANEL TO EXISTING ELECTRIC PANEL BD.
SUMP PUMP P-1 CONTROL PANEL, SEE SPEC 22 3000. MOUNT AT + 60'' A.F.F.5.

EXISTING PANELBOARD (IN METAL BLDG. STORAGE BAY)
NEW 2P-20A GROUND FAULT PROTECTION CURCUIT BREAKERS IN
SUMP PUMP P-1 CIRCUIT. (2) #12 & #12 GRND. IN 1" CONDUIT. PROVIDE4.

X 6" THICK CONCRETE PAD.
R-1792-KL MANHOLE FRAME AND SOLID COVER SET IN 72" SQUARE
48" DIAMETER BY 9 FEET DEEP FIBERGLASS MANHOLE WITH NEENAH3.

TO POINT INDICATED ON PLAN SHEET ABOVE (SEE ALSO KEYED NOTE 3). 
EXTEND NEW 2" RECLAIM WATER PIPING FROM SUMP PIT TO CONNECT2.

OF HEAD, 1HP, 230V SINGLE PHASE; SEE SPEC. SECTION 22 3000.
DUPLEX SUMP PUMP P-1, HYDROMATIC SHEF 100, 50 GPM AT 65 FEET1. 

BALLAST SUPPORT FLANGE
BASIN W/ HEAVY DUTY 
DEEP FIBERGLASS SUMP 
48'' DIAMETER X 108'' 
OR CRANE 94241 
AK INDUSTRIES GB-48-300 

CONTROL PANEL FOR PUMPS & FLOATS 
ELEC. CONDUITS FROM SUMP PUMP 

DISCHARE PIPE COUPLING

2'' DISCHARGE PIPING

GATE VALVES

ELEC. CONDUIT HUBS

CHECK VALVE

GATE VALVE

            SEALED WATER TIGHT
            @ PIT SHALL BE 
NOTE: ALL PENETRATIONS 
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