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SPECIAL PROVISIONS 
FOR 

SECTION 2541, CRACK AND JOINT CLEANING AND SEALING (HMA SURFACES) 
AND 

SECTION 2542, CRACK AND JOINT CLEANING AND SEALING (PCC PAVEMENT) 
 
 

Effective Date 
September 16, 2008 

 
 
THE STANDARD SPECIFICATIONS, SERIES 2001, ARE AMENDED BY THE FOLLOWING 
MODIFICATIONS AND ADDITIONS. THESE ARE SUPPLEMENTAL SPECIFICATIONS AND THEY 
SHALL PREVAIL OVER THOSE PUBLISHED IN THE STANDARD SPECIFICATIONS. 
 
Section 2541, Crack and Joint Cleaning and Sealing (HMA Surfaces). 
 
Add as the second paragraph of Article 2541.01 of the Standard Specifications: 

Crack and joint cleaning and sealing is intended to address transverse (thermal) cracking, longitudinal 
cracking, joint reflective cracking, low severity fatigue cracking, and low severity block cracking. Crack 
and joint cleaning and sealing is not intended to clean or seal moderate or high severity block 
cracking, moderate or high severity fatigue cracking, edge cracking, alligator cracking, or mat 
slippage cracking. Definitions for these pavement distress types can be found in the ‘Distress 
Identification Manual for the Long-Term Pavement Performance Program’ (Publication No. FHWA-
RD-03-031, dated June 2003, web address: 
http://www.tfhrc.gov/pavement/ltpp/reports/03031/03031.pdf 
 

Replace the first sentence of Article 2541.06, A: 
The Engineer will calculate the number of miles (kilometers) of main line pavement and shoulders on 
which cracks and joints were cleaned and sealed to the nearest 0.1 mile (0.1 kilometer). 
 

Add as the second paragraph of Article 2541.06, A: 
Shoulders 4 feet (1.2 meters) or less in width will not be measured separately for payment. 
 

Add as the third sentence Article 2541.07, A: 
Shoulders 4 feet (1.2 meters) or less in width shall be considered incidental to the price bid for Crack 
and Joint Cleaning and Sealing (HMA Surfaces). 
 

Replace the first sentence of Article 2541.07, B: 
For the number of pounds (kilograms) measured, the Contractor will be paid the predetermined 
contract unit price per pound (kilogram). 
 

Section 2542, Crack and Joint Cleaning and Sealing (Portland Cement Concrete Pavement). 
 
Add as the second paragraph of Article 2542.01 of the Standard Specifications: 

Crack and joint cleaning and sealing is intended to address longitudinal cracking, transverse cracking, 
and corner breaks. Crack and Joint cleaning and sealing is not intended to clean or seal durability 
(“D”) cracking or map cracking. Definitions for these pavement distress types can be found in the 
‘Distress Identification Manual for the Long-Term Pavement Performance Program’ (Publication No. 
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FHWA-RD-03-031, dated June 2003, web address: 
http://www.tfhrc.gov/pavement/ltpp/reports/03031/03031.pdf 
 

Replace the first sentence of Article 2542.07, A: 
The Engineer will calculate the number of miles (kilometers) of main line pavement and shoulders on 
which cracks and joints were cleaned and sealed to the nearest 0.1 mile (0.1 km). 
 

Add as the second paragraph of Article 2542.07, A: 
Shoulders 4 feet (1.2 meters) or less in width will not be measured separately for payment. 
 

Add as the third sentence of Article 2542.08, A: 
Shoulders 4 feet (1.2 meters) or less in width shall be considered incidental to the price bid for Crack 
and Joint Cleaning and Sealing (PCC Pavement). 
 

Replace the first sentence of the first paragraph of Article 2542.08, B: 
For the number of pounds (kilograms) measured, the Contractor will be paid the predetermined 
contract unit price per pound (kilogram). 

 


