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SLAB TRANSVERSE CONSTR. JT. DISTANCE FROM C.L. PIER

OUT TO OUT OF SLAB

NO. OF SPACES FOR 5j1 BARS (TOP)

NO. OF SPACES FOR 6a1 BARS (BOTTOM)

NO. OF SPACES FOR 6a1 BARS (TOP)

L.L. PIER REACTION (HL93) NO IMPACT SERVICE LOADS

D.L. PIER REACTION (D.L. + F.W.S.) SERVICE LOADS

GRADE

STRAIGHT

CURVE

VERTICAL

REQUIRED IN ABUTMENT FOOTINGS.

SEE SHEET H24-31-06 FOR ADDITIONAL CONCRETE

WINGWALLS APPLY ONLY TO BRIDGES USING "C" BEAMS.

3ˆ INCHES TO "U" VALUES SHOWN.

BEARING PAD.  AT EXPANSION PIER LOCATIONS ADD

FOR ˆ INCH DEFLECTION OF THE 1 INCH NEOPRENE

VALUES SHOWN ARE FOR FIXED PIERS ONLY AND ALLOW

      DETERMINE IF A RETARDING ADMIXTURE IS REQUIRED TO MAINTAIN PLASTICITY OF THE CONCRETE DECK DURING PLACEMENT.

      NECESSARY EQUIPMENT AND FACILITIES TO ACCOMPLISH THE REQUIRED RESULTS.  FOR APPROVED ALTERNATE PROCEDURES THE ENGINEER SHALL

      SUBMITTED FOR APPROVAL TOGETHER WITH A STATEMENT OF THE PROPOSED METHOD AND EVIDENCE THAT THE CONTRACTOR POSSESSES THE

NOTE:  CONCRETE DECK SHALL BE PLACED IN SECTIONS AND SEQUENCES INDICATED.  ALTERNATE PROCEDURES FOR PLACING DECK CONCRETE MAY BE
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STANDARD DESIGN - 24' ROADWAY, THREE SPAN BRIDGE

CONCRETE BEAM BRIDGES

PRETENSIONED PRESTRESSED

DECEMBER, 2006


