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STANDARD DESIGN - 30' ROADWAY, SINGLE SPAN BRIDGE

CONCRETE BEAM BRIDGES

PRETENSIONED PRESTRESSED

APRIL, 2012
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PART END VIEW AT ABUTMENT 
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| ABUTMENT BEARING 

PART LONGITUDINAL SECTION NEAR GUTTER 

FACE TO FACE OF BARRIER RAIL END SECTIONS
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| BEAMS 

1'-3 1'-6 1'-6 

| ABUT. BRG. 

PART PLAN 

SPACED @ 2'-0

INDENTATION

1  x 8 x 0'-8

5j1

„" RADIUS 

DETAIL "C"

7'-0 BARRIER RAIL END SECTION
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LONGITUDINAL SECTION
0° SKEW A & B BEAMS
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SEE DETAIL "C"
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(`SEE BARRIER RAIL LAYOUT SHEET`) 
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MIDWAY BETWEEN BEAM BEARINGS
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MIDWAY BETWEEN BEARINGS

COIL TIE COIL TIE

| WEB

1•"½ HOLE (`TYP.`)

AND STEEL DIAPHRAGM BOLT HOLES

LOCATION OF BEAM COIL TIES

SECTION B-B
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S3 x 7.5

COIL ROD

ƒ" ½ x 1'-3

ELEV. B

PROVIDE ELEVATIONS A AND B IN THE BRIDGE PLAN SHEETS.
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(`FOR DETAILS OF INTERMEDIATE DIAPHRAGM SEE SHEET H30SI-30-12`)

H30SI-30-12

SEE SHEET

PIPE

3"½ PVC
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PIPE
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PVC PIPE
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PAVING BLOCK

TEMPORARY 

(PAVING BLOCK NOT SHOWN)

PAVING BLOCK

TEMPORARY

SPACERS

WOOD

PLAN OF TEMPORARY PAVING BLOCK
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IN EACH SECTION

5r1 CENTERED

TEMPORARY PAVING BLOCK.

LINE PAVING NOTCH WITH TAR PAPER BEFORE PLACING THE

NOTE :

PRIOR TO BACKFILLING BENIND ABUTMENTS.

NOTE:  PLUG 3"½ PVC PIPE WITH EXPANDING FOAM

7'-0 BARRIER RAIL END SECTION

3"½ PVC PIPE
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