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16.53

20.45
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W20-1A; 

48.00" across sides 3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[TRUCKS] C 2K; [TURNING] C 2K; 

[AHEAD] C 2K; 

TRUCKS

TURNING

AHEAD

1
5

7

20.59 24.22

5
7

20.45 24.5

5
7

17.65 30.1

20.59

20.45

17.65

1
9
.4

6
5
.4

65.4

W20-1A; 

48.00" across sides 3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[RAMP] D 2K; [WORK] D 2K; [AHEAD] D 2K; 

RAMP

AHEAD

WORK

2
1

8

17.66 30.08

6
8

14.58 36.24

17.66

14.58

2
2
.4

6
5
.4

65.4

W21-9; 

48.00" across sides 3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[AERIAL] C 2K; [SEEDING] C 2K; 

AERIAL

SEEDING

1
2

8

24.62 16.16

6
8

16.06 33.28

6
8

19.42 26.56

24.62

16.06

19.42

1
7
.4

6
5
.4

65.4

W8-11A; 

48.00" across sides 3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[END] C 2K; [UNEVEN] C 2K; [LANES] C 2K; 

END

UNEVEN

LANES

2
2

1
0

15 35.4

5
1
3
.5

18.07 29.25

15

18.08

1
4
.9

6
5
.4

65.4

W4-2M; 

48.00" across sides 3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[MERGE] C 2K; 

Standard Arrow Custom 29.25" X 13.50" 180{; 

MERGE
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G20-22

G20-23A

G20-23

G20-24

G20-25

G20-21A

G20-21

2
1
0

0.9
16.2

0.9

2
1
4

18

G20-21A; 

No border, Black on Orange; 

[00] D 2K; 

00

7
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5
1
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10.7 24.1 10 27.2 10 51.3
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7
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5
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5
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5

4
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2.25" Radius, 0.88" Border, 0.63" Indent, Black on Orange; 

[TWO WAY TRAFFIC] D 2K; [NEXT] D 2K; G20-21A; [MILES] D 2K; 

NEXT MILES

TWO WAY TRAFFIC
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1
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20.7 30.6
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1
0

8.8 28.6 10 15.8

20.7

8.8

7
.2

5

4
2

72

2.25" Radius, 0.88" Border, 0.63" Indent, Black on Orange; 

[EXIT] E 2K; [500 FT] E 2K; 

EXIT

500 FT

6
.6

6
1
0

8.7 30.6

5
1
9
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8

14.16 19.68

8.7

14.16

6
.6

6

4
8

48

G20-23; 

1.25" Border, 0.75" Indent, Black on Orange; 

[EXIT] E 2K; Arrow 80 - 25.00" 45{; 

2
8

2.48
20.24 4 6.8

2.48

2
1
2

36

G20-23A; 

0.63" Border, 0.38" Indent, Black on Orange; 

[000 A] D 2K; 

EXIT

000 A

4
6

9.93 14.82 6 19.32

4
6

4.05
20.1 6 25.8

9.93

4.05

4

2
4

60

1.50" Radius, 0.63" Border, 0.38" Indent, Black on Orange; 

[ONE LANE] D 2K; [ROAD AHEAD] D 2K; 

ONE LANE

ROAD AHEAD

2
.5

4

5.045.32
4 7.92 4 16.68

3
4

4.02
9.12 4 11.84 4 11

5.04

4.02

2
.5

1
6

48

1.50" Radius, 0.63" Border, 0.38" Indent, Black on Orange; 

[DO NOT FOLLOW] C 2K; 

[INTO WORK AREA] C 2K; 

DO NOT FOLLOW

INTO WORK AREA
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G40-1

G40-3

G40-2

G40-4

G23-1

G21-2

5
8

6.16 26.4 8 13.28 6.16

5

1
8

60

1.50" Radius, 0.63" Border, 0.38" Indent, Black on Orange; 

[FRESH OIL] C 2K; 

FRESH OIL

7
8

8.52 30.96

6
8

16.2 15.6

8.52

16.2

7

3
6

48

2.25" Radius, 0.88" Border, 0.63" Indent, Black on Orange; 

[FRESH] D 2K specified length; 

[OIL] D 2K specified length; 

FRESH

OIL
6

8

18.64 22.72

6
8

6.04 47.92

6
8

13 34

18.64

6.04

13

6

4
8

60

3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[WET] E 2K; [YELLOW] E 2K; 

[PAINT] E 2K; 

W ET

Y ELLOW

PAINT

6
8

18.64 22.72

6
8

12.72 34.56

6
8

13 34

18.64

12.72

13

6

4
8

60

3.00" Radius, 1.25" Border, 0.75" Indent, Black on Orange; 

[WET] E 2K; [WHITE] E 2K; [PAINT] E 2K; 

W ET

W HITE

PAINT

6
6

5.73
17.04 6 25.5

5.73

6

1
8

60

1.50" Radius, 0.63" Border, 0.38" Indent, Black on Orange; 

[WET PAINT] E 2K; 

W ET PAINT
3
.5

4

12.34 11.32

3
4

4.58
26.84

12.34

4.58

3
.5

1
8

36

1.50" Radius, 0.63" Border, 0.38" Indent, Black on Orange; 

[END] E 2K; 

[PAINTING] E 2K; 

END

PAINTING
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RUMBLE

STRIPS

AHEAD

17.7 30

19.9 25.6

20.4 24.5

17.7

19.9

20.5

65.4

W20-9; 

48.0" across sides 3.0" Radius, 1.3" Border, 0.8" Indent, Black on Orange; 

[RUMBLE] C 2K; [STRIPS] C 2K; [AHEAD] C 2K; 
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W20-9
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