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Traffic Control

Possible Contract Item:

1

1
1000’

Direction of Traffic

LEGEND

Type ’A’ Warning Light

500’ 50’ - 100’ 50’ - 100’

L

500’

500’

350’ max.

Traffic Sign

Work Area

500’ 15’

Do not use this layout when ADT exceeds 2000 vehicles.

Locate this layout at least 2,500 feet from any other work site layout.

Full-depth openings during non-working hours will not be allowed. Temporary

plating, planking or filling may be necessary. Vehicles, unattended equipment,

materials or stock-piled waste are not permitted between the shoulder

lines during non-working hours.

For bridge deck overlay projects: The night before overlay operations begin, a bridge 

deck finishing machine and necessary materials may be placed on the roadway.

R1-2A

36" x 30"

TO

ONCOMING

TRAFFIC

Do not use this layout if a No Passing Zone for the closed lane is located 

within this area.
42" Channelizer 

Mount one Warning Light at 

each end of the work area, on

the drum closest to the C

TC-211

REVISION

04-17-12

SHEET 1 of 1

REVISIONS:Removed "or Vertical Panel" from 42" Channelizer in Legend. Removed

Drum information already in the specifications.

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

2

LANE CLOSURE ON

LOW VOLUME ROADWAY


	etc211-001.pdf

