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FOUNDATION DETAILS -
SPREAD FOOTING
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EPOXY COATED REINFORCING BAR LIST
8 B BB - 330 BAR TOCATION SHAPE ] NoO. TENGTH ] WEIGHT.
BE E EE ) - 8al | FOOTING BOTT., LONGIT. — 20 19'-8 1050
BOLT CIRCLE scl 1ob! 6a2 | FOOTING BOTT., TRANSV. — 31 14'-8 683
P XTI . | 8a3 | FOOTING TOP, LONGIT. — 20 19'-8 1050
- © s e | - 7 6a4 | FOOTING TOP, TRANSV. — 31 148 683
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5@ J HH o | s 106l | FOOTING TO PEDESTAL DOWEL | [ 36 133 2053
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ols °|ad 11 " \ s ! by ASSEMBLY TN sl e 6cl | PEDESTAL TIES ] 0 19-8 295
ole <lm It ®© G e NPT e @ 3w 6c2 | PEDESTAL TIES L> 40 5-0 300
Tl ele 1l ¥ \ | . 6c3—| < 6c3 | PEDESTAL TIES [ 28 -1 217
ol PE > o | o N\ o b EPOXY COATED REINFORCING STEEL - TOTAL (LBS.)| 6391
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? SECTION M-M 7| % o
Z Z j— 4-6c3 BARS ARE TO BE PLACED WITH D=4} N -
8al 4 EVERY LAYER OF 6cl BARS IN THE TOP ) gl g 3
ELEVATION - 63 OF THE PEDESTAL. 6cl 6c2 & 6c3
NOTE: ALL DIMENSIONS ARE OUT TO OUT. D = PIN DIAMETER.
44 19 SPA.@ 9 = 14'-3; 20-8a3 L4
I | T e CONCRETE PLACEMENT
; QUANTITIES
Ll PEDESTAL 8.8
w1 FOOTING 25.0
8a3—> , e TOTAL - CU. YDS. 33.8
| ~ GENERAL NOTES:
¢ | s STRUCTURAL CONCRETE, CLASS C, SHALL BE USED FOR THE FOUNDATION.
~ | ®
' ~| o "
+ ALL EXPOSED CORNERS 90° OR SHARPER SHALL BE FILLETED WITH A 3" DRESSED
g ! S TOZT%EI'.NF. AND BEVELED STRIP.
= I PN
. G2 EXCAVATION FOR THE FOUNDATION SHALL BE TO NEAT LINES AND CONCRETE
| g|n DISTANCE SHOWN ELSEWHERE IN PLANS SHALL BE PLACED AGAINST THE UNDISTURBED MATERIAL. ALL EXCAVATION FOR
16x 16 x 2 ' THE FOUNDATION SHALL BE DISPOSED IN THE AREA ADJACENT TO THE
BEVELED KEYWAY 7y | EDGE OF SLAB ¢ posT FOUNDATION AND SHAPED TO NORMAL GROUND CONTOUR, UNLESS OTHERWISE
| TOP-OF-PEDESTAL ELEVATION IS DIRECTED BY THE ENGINEER.
o | N N Ao R ONE ANCHOR BOLT ASSEMBLY INCLUDING ANCHOR PLATE, TEMPLATE, NUTS (5 PER
o & TR AS DIRECTED BY THE ENGINEER. BOLT) AND WASHERS (2 PER BOLT) ARE REQUIRED PER FOUNDATION.
g2 I S A S T B BN ¢ TRuss ALL ANCHOR BOLT MATERIALS AND GALVANIZING SHALL BE IN ACCORDANCE WITH
IR ol 7 THE REQUIREMENTS OF [ARTICLE 4187.01, C, 3 OF THE STANDARD SPECIFICATIONS.
£ o Lo~
¢ I PRICE BID FOR CONTRACT ITEMS SHALL INCLUDE ALL LABOR AND MATERIALS
& | NECESSARY TO CONSTRUCT CANTILEVER SIGN TRUSS FOUNDATION AS DETAILED
! HEREON. THE COST OF FURNISHING AND INSTALLING ANCHOR BOLT ASSEMBLY AND
T RODENT GUARD IS TO BE INCLUDED IN THE UNIT PRICE BID FOR STRUCTURAL
. CONCRETE. CONTRACT ITEMS FOR CANTILEVER SIGN TRUSS FOUNDATION
| - CONSTRUCTION ARE:
. O] REINFORCING STEEL, EPOXY COATED - POUNDS
I =P STRUCTURAL CONCRETE (MISCELLANEOUS) - CUBIC YARDS
g ‘ ol BOTTOM REINF. —x EXCAVATION - CUBIC YARDS OF CLASS SPECIFIED
= ;|
| &la STEEL THE FOUNDATION DETAILS SHOWN ARE BASED ON A NET ALLOWABLE SOIL BEARING
¢ ! 215 PRESSURE (FOR SETTLEMENT) OF 1.0 TON/FTZ2.
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